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CHAPTER 1 
 

1 Installation 
In this chapter we will discuss how to compile images for Linux kernel and file-system plus 

how to install boot-loader, Linux kernel and file-system on Imote2. At the time when this 

document was written we were working on Linux version 2.6.29.1_r1.1 (from git), so most of 

work is described for this version of Linux but it should be valid for other versions also. 

1.1  Compiling Linux and File-system Images 

There are two ways to get these Images one way is to get directly from internet these 

images are available on www.sourceforge.net. The other way to get images is to compile 

them from sources; this part will describe the procedure of compiling Linux kernel and File-

system images from scratch. 

1.1.1 Compiling Linux Kernel 

First change your current directory to the Linux kernel source directory and follow the given 

steps (here I assume that you have already set your arm cross compiler tool chain, 

downloaded the desired kernel source code and unpacked the achieve).   

# export ARCH=arm 

#export CROSS_COMPILE=arm-linux- 

#make imote2-linux_defconfig 

#make menuconfig 

IŜǊŜ ǘƘŜ ŎƻƳƳŀƴŘ άƳŀƪŜ ƛƳƻǘŜн-ƭƛƴǳȄψŘŜŦŎƻƴŦƛƎέ ŎƻǇƛŜǎ ŘŜŦŀǳƭǘ ŎƻƴŦƛƎǳǊŀǘƛƻƴ ŦƛƭŜ ŦǊƻƳ 

άΦκŀǊŎƘκŀǊƳκŎƻƴŦƛƎǎκƛƳƻǘŜн-ƭƛƴǳȄψŘŜŦŎƻƴŦƛƎέ ǘƻ Ǌƻƻǘ ŘƛǊŜŎǘƻǊȅ ƻŦ ƪŜǊƴŜƭ ǎƻǳǊŎŜ ŀƴŘ ǊŜƴŀƳŜǎ 

ƛǘ ǿƛǘƘ ƴŀƳŜ άΦŎƻƴŦƛƎέΦ ¸ƻǳ ŘƻƴΩǘ ǊŜŀƭƭȅ ƴŜŜŘ ǘƻ Ǌǳƴ ǘƘƛǎ ŎƻƳmand every time you compile 

the same kernel code, you only need to run it for first time. Please remember you need 

άƴŎǳǊǎŜǎ ƭƛōǊŀǊȅέ ǘƻ Ǌǳƴ ǘƘŜ άƳŀƪŜ ƳŜƴǳŎƻƴŦƛƎέ ŎƻƳƳŀƴŘΦ LŦ ŀƭƭ ǿŜƴǘ ŎƻǊǊŜŎǘ ōȅ ǘƘƛǎ Ǉƻƛƴǘ 

you will see a blue screen on your Linux command line with some fancy text interface. On 

this screen you can select, deselect or select as modules certain features of Kernel. Generally 

you need not to touch anything, just exit from this screen. If you already have a valid 

ŎƻƴŦƛƎǳǊŀǘƛƻƴ ŦƛƭŜ άΦŎƻƴŦƛƎέ ŀƴŘ ŘƻƴΩǘ ǿŀƴǘ ǘƻ ƳŀƪŜ ŀƴȅ ŦǳǊǘƘŜǊ ŎƘŀƴƎŜǎ ƛƴ ƪŜǊƴŜƭ ȅƻǳ Ŏŀƴ 

ǎƪƛǇ ǘƘŜ άƳŀƪŜ ƳŜƴǳŎƻƴŦƛƎέ ŎƻƳƳŀƴŘΦ 

#make zImage 

Above command will compile the Linux kernel and will take a bit time, when completed issue 

following command. 

#make modules 

Above command will compile all those features which have been selected as modules, finally 

issue the command to collect all the modules in one single directory, you will need these 

modules later, you need to copy these modules to file-system before compiling file-system. 

#make INSTALL_MOD_PATH=$PWD/modules  modules_install 

http://www.sourceforge.net/
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LŦ ŀƭƭ ǿŜƴǘ ƻƪ ōȅ ǘƘƛǎ Ǉƻƛƴǘ ȅƻǳ ǿƛƭƭ ƘŀǾŜ ŀ ŎƻƳǇƛƭŜŘ ƪŜǊƴŜƭ ƛƳŀƎŜ ƛƴ ǘƘŜ άΦΦκŀǊŎƘκŀǊƳκōƻƻǘκά 

ŘƛǊŜŎǘƻǊȅ ǿƛǘƘ ŦƛƭŜ ƴŀƳŜ άȊLƳŀƎŜέΦ ¸ƻǳ ǿƛƭƭ ŦƛƴŘ ŀƭƭ ǘƘŜ ƳƻŘǳƭŜǎ ƛƴ άΦΦκƳƻŘǳƭŜǎ/lib/modulesκέ 

directory. 

1.1.2 Compiling File-System 

To compile the root file-system for Imote2 you need two things first one is the file system 

itself and second one is mkfs.jffs2 tool. The basic file system is available from 

www.soufcefourge.net as *.tgz file. To get mkfs.jffs2 tool you need to install mtd-tools, 

following command should do this on a Debian GNU Linux machine. 

apt-get install mtd-tools 

The set of tools installed by mtd-tools (memory technology device tools) also contains 

mkfs.jffs2 tool. 

Steps to follow:  

1. Untar and Unzip the original file-system downloaded from internet. 

2. Patch the file system i-e make any custom changes that you want, see section 

ά1.1.2.1 Recommended Changes for File Systemέ for more information on custom 

changes. 

3. Compile the file-system using one of the following commands depending on the 

memory available on your system (For Imote2 32MB is suitable). 

# Make 16MB file system 

mkfs.jffs2 --squash-uid -r ./linux-rootfs -o rootfs.jffs2 -e 0x20000 --pad=0x01000000 

 

# Make 32MB (29.75MB) file system 

mkfs.jffs2 --squash-uid -r ./linux-rootfs -o rootfs.jffs2 -e 0x20000 --pad=0x01DC0000 

Where άΦκƭƛƴǳȄ-ǊƻƻǘŦǎέ ǊŜǇǊŜǎŜƴǘ ǘƘŜ ŘƛǊŜŎǘƻǊȅ ƛƴ ǿƘƛŎƘ ǘƘŜ ŦƛƭŜ ǎȅǎǘŜƳ ƛǎ Ǉlaced and 

άǊƻƻǘŦǎΦƧŦŦǎнέ ǊŜǇǊŜǎŜƴǘ ǘƘŜ ƴŀƳŜ ƻŦ ǘŀǊƎŜǘ ŦƛƭŜΦ  

1.1.2.1 Recommended Changes for File System 

Virtually you can make any changes to file system that my suite your demand, unless they 

pose any problem to run the system. Although the changes to file system may depend on 

your requirements, but given below are some useful instructions that may simplify the 

startup process. 

1. If you want you can change a file /etc/init.d/banner which defines that which banner 

is displayed during startup. 

2. If you want any driver module to be loaded at boot time edit file /etc/modules. 

3. If you want to create device nodes at boot time edit file /etc/init.d/devnodes. 

4. If you want to change the network settings edit file /etc/network/interfaces. 

5. If you want to change the default console (which is ttyS2) edit file /etc/inittab. 

6. If you want to change the hostname of Imote2 edit file /etc/hostname. 

http://www.soufcefourge.net/
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7. If you want to add any extra commands or want to run particular applications on 

startup, edit file /etc/rc2.d/S50startUpScript όƛŦ ǘƘƛǎ ŦƛƭŜ ŘƻŜǎƴΩǘ ŜȄƛǎǘΣ ȅƻǳ Ŏŀƴ ŎǊeate 

it). 

8. If you want to change SSH settings edit files S10networking & S11sshd in /etc/rc2.d 

directory. 

9. Before you compile the file-system copy all the modules ǘƻ άΦΦκƭƛōκƳƻŘǳƭŜǎκέ 

directory of the file-system.  

Generally all files in /etc/init.d are scripts that execute at startup and files in /etc/rc2.d are 

symbolic links to files in init.d. 

1.2 Installing Compiled Images on Imote2  

In this part we will discuss the flashing of Images to Imote2, these Images can be Boot-

loader, OS image or a file-system.  

1.2.1 Installing Boot-Loader 

To flash a boot loader you must have a boot-loader image, you can get the latest version of 

boot loader from www.soufcefourge.net. A boot-loader can be installed with help of a J-tag 

cable or with the help of an already existing boot-loader. 

1.2.1.1 Install ing Boot-Loader with J-Tag 

This method is useful when Imote2 is being prepared first time for Linux, this method is time 

consuming and prone to errors so it must be carried out with great care. 

We Need: 

1. Jflashmm utility. 
2. Diygadget jtag cable. The both other cables (Olimex Wiggler and Raven) did not work 

with this approach. 
3. Imote2-Debug Board 

Steps to follow: 

1. Make sure that LPT1 is in ECP Mode (BIOS settings). 
2. Lƴǎǘŀƭƭ ƎƛǾŜƛƻΦǎȅǎ ό{ŜŀǊŎƘ ŦƻǊ άCƭŀǎƘ aŜƳƻǊy Programmer for Intel Development 
tƭŀǘŦƻǊƳǎέ ƛƴ ƎƻƻƎƭŜ for more installation procedure, you can also download it from 
xbow.com). 

3. Copy Flash_8810_1_16.dat to Flash_0_1_16.dat, to make sure it will be found, if flash 
type is not recognized correctly. 

4. Reboot your computer. 
5. Prepare the red JTAG board of Diygadget: 

Set jumper positions to: 

PWR_SEL Set jumper to left side TDO_SEL  set Jumper on left side. 

nRST  Set jumper to right  nTRST  Set jumper to right. 
Connect it with imote2's debug board with ribbon cable (20 PIN STD). 
Connect JTAG board to parallel port of PC. 

6. Connect mini usb-cable from PC to Diygadget-board. (3.3v LED turns on). 

http://www.soufcefourge.net/
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7. Combine Imote2-Processor Platform and Imote2-Debug Board. 
8. Connect a second mini-usb-cable from PC to imote2-processor board (not debug 

board). 
9. Switch on Imote2. 
10. Start Jflashmm (JFlashmm.exe bulbcx16 blob P 0 WIG) 

Repeat steps 6-10 several times until success. The timing between powering and start of 
flashing is important (run JFlashmm command after 1 to 2 seconds of pressing the 
imote2 power button). Finally it works. 

Here's the output: 

E:\imote2\jflashmm2 >JFlashmm. exe bulbcx16 blob P 0 WIG 

 

JFLASH Version 5.01.003 

COPYRIGHT (C) 2000 - 2003 Intel Corporation 

 

PLATFORM SELECTION: 

Processor= PXA27x 

Development System= Mainstone 

Data Version= 1.00.001 

 

error, failed to read device ID 

check cables and power 

ACT: 1111 1111111111111111 11111111111 1 

EXP: **** 1001001001100101 00000001001 1 

 

failed to read device ID for this Platform 

 

E:\imote2\jflashmm2 >JFlashmm. exe bulbcx16 blob P 0 WIG 

 

JFLASH Version 5.01.003 

COPYRIGHT (C) 2000 - 2003 Intel Corporation 

 

PLATFORM SELECTION: 

Processor= PXA27x 

Development System= Mainstone 

Data Version= 1.00.001 

 

PXA27x revision C5 

Found flash type: 28F256L18B 

 

Unlocking block at address 0 

Erasing block at address 0 

Unlocking block at address 8000 

Erasing block at address 8000 

Unlocking block at address 10000 
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Erasing block at address 10000 

Starting programming 

Using BUFFER programming mode... 

Writing flash at hex address 123c0, 98.80% done 

Programming done 

Starting Verify 

Verifying flash at hex address 126d0, 99.84% done 

Verification successful! 

1.2.1.2 Installing  Boot-Loader with  the Help of an Old Boot-Loader 

By that time you must have noticed that loading Images with J-Tag and JFlashmm utility is a 

very annoying task. Life can be easier if you already have a boot-loader installed and you 

want to shift to another boot-loader, it can be used to upgrade or degrade from one version 

of boot-loader to another. This method uses Xmodem protocol.  

We need: 

1. Debug board 
2. USB2serial driver installed on the pc for debug board. 
3. An imote2 board with already loaded and working boot loader. 
4. HyperTerminal program. 

Steps to follow Installing Blob: 

1. Stack the debug board and the Imote2 board together. 
2. Connect one end of USB cable to debug board (not Imote2) and other to PC. 
3. Now wait for a while and let the windows detect the hardware and load proper 

driver. 
4. Open the Hyper Terminal program. 
5. Select appropriate com port for communication (in my case port4). 
6. Select following settings (Baudrate 115200, Data bits 8, Parity none, Stop bits 1, Flow 

Control none). 
7. Now press power button of the Imote2 board (Pay attention at this point). 
8. When the screen say άpress any button within 2 secondsέ, press a button to go into 

boot-loader.  
9. When you see boot-loader command prompt enter command  

xdownload blob 

10. From Transfer menu select Send file. 
11. In new dialog browse to the location where you have saved your boot-loader image, 

from protocol dropdown box select 1k Xmodem. 
12. Press Send and wait until the transfer is completed. 
13. Enter command 

fwrite 0xa0200000 0x000000000 0x00040000 

Wait for completion of the process. 
14. Reboot Imote2 by first pulling the usb cable out and then following steps 3 to 7. 
15. If all went fine to this point your Imote2 will boot successfully. 
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Please note that in old boot-loader the waiting time was 2 seconds in new one it is 10 

seconds. 

1.2.2 Installing Linux Kernel 

Now that we have a working boot loader we can install our Imote2-Linux. You can get the 

latest version of boot loader, Linux and File system from sourceforge.com or you can 

compile them. There are two methods to accomplish this task first one is with Xmodem 

protocol and second one is with the help of already installed Linux-Kernel. 

1.2.2.1 Installing Linux using Xmodem  

This method is useful when you are setting up your Imote2 for first time. 

We need: 

1. Debug board 
2. Pre-compiled image of Imote2-Linux. 
3. USB2serial driver installed on the pc for debug board. 
4. An imote2 board with already loaded and working boot loader. 
5. HyperTerminal program. 

Steps to follow Installing Linux: 

1. Stack the debug board and the Imote2 board together. 
2. Connect one end of USB cable to debug board (not Imote2) and other to PC. 
3. Now wait for a while and let the windows detect the hardware and load proper 

driver. 
4. Open the Hyper Terminal program. 
5. Select appropriate com port for communication (in my case port4). 
6. Select following settings (Baudrate 115200, Data bits 8, Parity none, Stop bits 1, Flow 

Control none). 
7. Now press power button of the Imote2 board (Pay attention at this point). 
8. When the screen say άpress any button within 2 secondsέ, press a button to go into 

boot-loader.  
9. When you see the boot-loader command prompt enter command 

 xdownload kernel 

10. From Transfer menu select Send file. 
11. In new dialog browse to the location where you have saved your kernel image, from 

protocol dropdown box select 1k Xmodem. 
12. Press Send and wait until the transfer is completed. 
13. Enter command 

fwrite 0xa0008000 0x00040000 0x00200000 

Wait for completion of the process. 
14. Reboot Imote2 by first pulling the USB cable out and then following steps 3 to 7. 
15. If all went fine to this point your Imote2-Linux will boot successfully. 



Section 1.2   Installing Compiled Images on Imote2 

 
7 

1.2.2.2 Installing Kernel with the help of a Running Kernel  

It is also possible to use a running kernel on Imote2 to flash another kernel, such an 

ŀǇǇǊƻŀŎƘ Ŏŀƴ ōŜ ǳǎŜŘ ǘƻ ǳǇƎǊŀŘŜ ǘƘŜ ƪŜǊƴŜƭ ǾŜǊǎƛƻƴΣ ŀƭǎƻ ƛǘ ƛǎ ǉǳƛŎƪŜǊ ŀƴŘ ŘƻƴΩǘ ƴŜŜŘ ŀƴȅ 

extra hardware. Note that for this method to work you should have a fully working Imote2 

with boot-loader, kernel Image, file-system and some mean of communication. We used 

USB-Ethernet gadget driver and ssh in Imote2 as mean of communication from host system 

to Imote2.  

First of all you have to copy the new kernel to Imote2, copy the kernel image to root 

directory of Imote2 or where ever you like. You can use following command if ssh is properly 

configured on Imote2 as well as on host system. 

#scp <path/to/image>/zImage root@xxx.xxx.xxx.xxx:zImage 

In this command replace xxx.xxx.xxx.xxx with IP address of your Imote2 and provide a valid 

path where your kernel image is saved. 

Secondly login to your Imote2 using ssh or any other method you like. Now to replace the 

old Kernel Image with a new Image from the running Linux type this command on command 

prompt of Imote2:  

#flashcp -v <zImage Location> /dev/mtd1 

Once the process is complete you can restart the Imote2, to make sure that the intended 
operation was successful type following command before and after installing new kernel. 

#uname -a  

1.2.3 Installing File-System 

When everything else in place what we need is only a file-system.  

We need: 

1. Debug board 
2. Pre-compiled image file-system. 
3. USB2serial driver installed on the pc for debug board. 
4. An imote2 board with already loaded and working boot loader. 
5. HyperTerminal program. 

Steps to follow Installing Linux: 

1. Stack the debug board and the Imote2 board together. 
2. Connect one end of USB cable to debug board (not Imote2) and other to PC. 
3. Now wait for a while and let the windows detect the hardware and load proper 

driver. 
4. Open the Hyper Terminal program. 
5. Select appropriate com port for communication (in my case port4). 
6. Select following settings (Baudrate 115200, Data bits 8, Parity none, Stop bits 1, Flow 

Control none). Press apply and ok. 
7. Now press power button of the Imote2 board (Pay attention at this point). 
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8. ²ƘŜƴ ǘƘŜ ǎŎǊŜŜƴ ǎŀȅ άǇǊŜǎǎ ŀƴȅ ōǳǘǘƻƴ ǿƛǘƘƛƴ н ǎŜŎƻƴŘǎέΣ ǇǊŜǎǎ ŀ ōǳǘǘƻƴ ǘƻ go into 
boot-loader.  

9. When you see boot-loader command prompt enter command 
xdownload ramdisk 

10. From Transfer menu select Send file. 
11. In new dialog browse to the location where you have saved your file system image, 

from protocol dropdown box select 1k Xmodem. 
12. Press Send and wait until the transfer is completed (note it will take about an hour or 

two). 
13. Enter command 

fwrite 0xa0500000 0x00240000 XXXXXXXX 

²ƘŜǊŜ ǎǳōǎǘƛǘǳǘŜ ǘƘŜ ···Ωǎ ǿƛǘƘ ǘƘŜ ǎƛȊŜ ƻŦ Řŀǘŀ ǘǊŀƴǎŦŜǊǊed and showed after 
completion of previous command. Wait for completion of the process (it will also 
take a little long). 

14. Reboot Imote2 by first pulling the USB cable out and then following steps 3 to 7. 
15. If all went fine to this point your Imote2-Linux will boot successfully. 

 
²ƘƛƭŜ ȅƻǳ ŀǊŜ ƛƴ ғōƭƻōҔ ȅƻǳ Ŏŀƴ ǘȅǇŜ άƘŜƭǇέ ŎƻƳƳŀƴŘ ǘƻ ƎŜǘ ƭƛǎǘ ƻŦ ŀƭƭ ŎƻƳƳŀƴŘǎΣ ŀƭǎƻ ȅƻǳ 

Ŏŀƴ ǘȅǇŜ άƘŜƭǇ ғŎƻƳƳŀƴŘҔέ ǘƻ ƎŜǘ ƘŜƭǇ ƻŦ ŀ ǇŀǊǘƛŎǳƭŀǊ ŎƻƳƳŀƴŘΦ ¸ƻǳ Ŏŀƴ ŀƭǎƻ ǳǎŜ άōƻƻǘέ 

command from <blob> to boot the kernel. 

 

 

 

 

 

 



CHAPTER 2 
 

2 Sensors and Other Drivers 
This chapter describes how to access data from the basic sensor board, how to use serial 

port of Imote2 under Linux and how to use radio for wireless communication. 

2.1 Sensor Board Interface 

LƴǘŜƭ LƳƻǘŜн ŎƻƳŜǎ ǿƛǘƘ ŀ ōŀǎƛŎ ǎŜƴǎƻǊ ōƻŀǊŘ άL¢{пллέ ǘƘƛǎ ōƻŀǊŘ Ŏƻƴǘŀƛƴǎ ŀ ōŀǎƛŎ ǎŜƴǎƻǊ 

suite. The sensor suite contains following general sensors: 

 ST Micro LIS3L02DQ 3d 12 bit ±2g accelerometer 

 High Accuracy, ±0.3°C Sensirion SHT15 temperature/humidity sensor 

 TAOS TSL2651Light Sensor 

 Maxim MAX1363 4 Channel General Purpose A/D for quick prototyping 

 TI Tmp175 Digital Temperature Sensor with two-wire interface  

 

Figure 2-1 ITS400 Basic sensor board 

 

Figure 2-2 ITS400 Basic sensor board block diagram 

Figure 2-1 and Figure 2-2 shows the sensor board and the block diagram of the board. 

Drivers for these sensors are already present in file system under directory 

άκƭƛōκƳƻŘǳƭŜǎκғƪŜǊƴŜƭ-ǾŜǊǎƛƻƴҔκƪŜǊƴŜƭκŘǊƛǾŜǊǎκέ ǿƘŜǊŜ ғkernel-version> represent your 

current Linux kernel version.  
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2.1.1 SHT15 Temperature & Humidity Sensor 

SHT15 sensor by Sensirion is high accuracy environmental parameters sensor. This sensor is 

interfaced with Imite2 via two GPIO pins, GPIO 100 to data pin and GPIO 98 to clock pin, for 

more information see the SHT15 data sheet by manufacturer or see the Imote2 Hardware 

reference manual. 

To start measurement from SHT15 sensor you must first load the SHT15 module which is 

ƭƻŎŀǘŜŘ ƛƴ άκƭƛōκƳƻŘǳƭŜǎκғƪŜǊƴŜƭ-version>/ƪŜǊƴŜƭκŘǊƛǾŜǊǎκƘǿƳƻƴέΦ ¦ǎŜ άƳƻŘǇǊƻōŜ ǎƘǘмрέ 

command to load the module. After that you have loaded the module check in the directory 

άκǎȅǎκŎƭŀǎǎκƘǿƳƻƴκƘǿƳƻƴ·κŘŜǾƛŎŜέ ǿƘŜǊŜ ά·έ ƛƴ άƘǿƳƻƴ·έ ƛǎ ŀ ƴǳƳōŜǊ ǿƘƛŎƘ ƛƴŎǊŜƳŜƴǘǎ 

automatically as you load more modules of same type e-g if you first load TMP175 module 

and then load the SHT15 module you will have X = 0 for TMP175 and X = 1 for SHT15. There 

is another way to make it sure that which directory belongs to which sensor, see following 

screen output: 

# cd /sys/class/hwmon/hwmon0/device 

# cat name  

sht15    

After that you are sure that you are in correct directory, you can take a test reading from the 

sensor direct from your command prompt before you actually write a c code. See the 

following screen output: 

# cd /sys/class/hwmon/hwmon0/device 

# cat temp1_input  

28698 

# cat humidity1_input  

17088 

²Ŝ ǎŜŜ ǘƘŀǘ ōȅ ŘƛǊŜŎǘƭȅ ǊŜŀŘƛƴƎ ǘƘŜ ŦƛƭŜǎ άǘŜƳǇмψƛƴǇǳǘέ ŀƴŘ άƘǳƳƛŘƛǘȅмψƛƴǇǳǘέ ǿŜ Ŏŀƴ ƎŜǘ 

the direct reading from the sensor. The reading seems to very strange and it not clearly 

understandable, but it is actually displayed in milli degree centigrade and in milli percent 

humidity. To use the sensor in your c programs you should open these files in your program 

and read them in your program. Please note that for each reading you have to re-open the 

file and then you can read the new reading. 

2.1.2 TI TMP 175 Digital Temperature Sensor 

This temperature sensor is interfaced with Imote2 via I2C bus, the interrupt line 

(TEMP_ALERT) is connected to GPIO96 (FF_TXD). To start measurement with LM175 sensor 

ȅƻǳ Ƴǳǎǘ ŦƛǊǎǘ ƭƻŀŘ ǘƘŜ ŎƻǊǊŜǎǇƻƴŘƛƴƎ ƳƻŘǳƭŜ ǿƘƛŎƘ ƛǎ ƭƻŎŀǘŜŘ ƛƴ άκƭƛōκƳƻŘǳƭŜǎκғƪŜǊƴŜƭ-

ǾŜǊǎƛƻƴҔκƪŜǊƴŜƭκŘǊƛǾŜǊǎκƘǿƳƻƴέΦ ¦ǎŜ άƳƻŘǇǊƻōŜ ƭƳтрέ ŎƻƳƳŀƴŘ ǘƻ ƭƻŀŘ ǘƘŜ ƳƻŘǳƭŜΣ ȅƻǳ 

ŘƻƴΩǘ ƴŜŜŘ ǘƻ ƭƻŀŘ Lн/ ƳƻŘǳƭŜ ŀǎ ǘƘŜ [aтр ŘǊƛǾŜǊ ǳǎŜǎ ǘƘŜ ŘŜŦŀǳƭǘ άƛнŎ-ŀŘŀǇǘŜǊέΦ !ŦǘŜǊ ǘƘŀǘ 

ȅƻǳ ƘŀǾŜ ƭƻŀŘŜŘ ǘƘŜ ƳƻŘǳƭŜ ŎƘŜŎƪ ƛƴ ǘƘŜ ŘƛǊŜŎǘƻǊȅ άκǎȅǎκŎƭŀǎǎκƘǿƳƻƴκƘǿƳƻƴ·κŘŜǾƛŎŜέ 

ǿƘŜǊŜ ά·έ ƛƴ άƘǿƳƻƴ·έ ƛǎ ŀ ƴǳƳōŜǊ ǿƘƛŎƘ ƛƴŎǊŜƳŜƴǘǎ ŀǳǘƻƳŀǘƛŎŀƭƭȅ ŀǎ ȅƻǳ ƭƻŀŘ ƳƻǊŜ 

modules of same type e-g if you first load TMP175 module and then load the SHT15 module 
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you will have X = 0 for TMP175 and X = 1 for SHT15. There is another way to make it sure 

that which directory belongs to which sensor, see following screen output: 

# cd /sys/class/hwmon/hwmon1/device 

# cat name  

tmp175    

After that you are sure that you are in correct directory, you can take a test reading from the 

sensor direct from your command prompt before you actually write a c code. See the 

following screen output: 

# cd /sys/class/hwmon/hwmon1/device 

# cat temp1_input  

27500 

We see ǘƘŀǘ ōȅ ŘƛǊŜŎǘƭȅ ǊŜŀŘƛƴƎ ǘƘŜ ŦƛƭŜ άǘŜƳǇмψƛƴǇǳǘέ ǿŜ Ŏŀƴ ƎŜǘ ǘƘŜ ŘƛǊŜŎǘ ǊŜŀŘƛƴƎ ŦǊƻƳ 

the sensor. The reading seems to very strange and it not clearly understandable, but it is 

actually displayed in milli degree centigrade. To use the sensor in your c programs you 

should open this file in your program and read it in your program. Please note that for each 

reading you have to re-open the file and then you can read the new reading. 

2.1.3 TAOS TSL2651 Light Sensor 

The TAOS TSL2651 Light Sensor is interface to Imote2 via I2C bus and the interrupt pin 

(LIGHT_INT) is connected to GPIO99. To access measurement data from TSL2651 you must 

ŦƛǊǎǘ ƭƻŀŘ ǘƘŜ ŎƻǊǊŜǎǇƻƴŘƛƴƎ ƳƻŘǳƭŜ ǿƘƛŎƘ ƛǎ ƭƻŎŀǘŜŘ ƛƴ άκƭƛōκƳƻŘǳƭŜǎκғƪŜǊƴŜƭ-

ǾŜǊǎƛƻƴҔκƪŜǊƴŜƭκŘǊƛǾŜǊǎκƛƴŘǳǎǘǊƛŀƭƛƻκƭƛƎƘǘέΦ ¦ǎŜ άƳƻŘǇǊƻōŜ ǘǎƭнрсмέ ŎƻƳƳŀƴŘ ǘƻ ƭƻŀŘ ǘƘŜ 

ƳƻŘǳƭŜΣ ȅƻǳ ŘƻƴΩǘ ƴŜŜŘ ǘƻ ƭƻŀŘ Lн/ ƳƻŘǳƭŜ ŀǎ ǘƘŜ ¢{[нсрм ŘǊƛǾŜǊ ǳǎŜǎ ǘƘŜ ŘŜŦŀǳƭǘ άƛнŎ-

ŀŘŀǇǘŜǊέΦ !ŦǘŜǊ ǘƘŀǘ ȅƻǳ ƘŀǾŜ ƭƻŀŘŜŘ ǘƘŜ ƳƻŘǳƭŜ ŎƘŜŎƪ ƛƴ ǘƘŜ ŘƛǊŜŎǘƻǊȅ 

άκǎȅǎκŎƭŀǎǎκƛƴŘǳǎǘǊƛŀƭƛƻκƛƛƻΥŘŜǾƛŎŜ·έ ǿƘŜǊŜ ά·έ ƛƴ άƛƛƻΥŘŜǾƛŎŜ·έ ƛǎ ŀ ƴumber which increments 

automatically as you load more modules of same type e-g if you first load Accelerometer 

module and then load the TSL2651 module you will have X = 0 for Accelerometer and X = 1 

for TSL2651. There is another way to make it sure that which directory belongs to which 

sensor, see following screen output: 

# cd /sys/class/industrialio/iio:device0/device 

# cat name  

tsl2561 

After that you are sure that you are in correct directory, you can take a test reading from the 

sensor, direct from your command prompt before you actually write a c code. See the 

following screen output: 

# cd /sys/class/industrialio/iio:device0 

# cat light_broadspectrum0  

125 

# cat light_infrared0  
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980 

²Ŝ ǎŜŜ ǘƘŀǘ ōȅ ŘƛǊŜŎǘƭȅ ǊŜŀŘƛƴƎ ǘƘŜ ŦƛƭŜǎ άƭƛƎƘǘψōǊƻŀŘǎǇŜŎǘǊǳƳлέ ŀƴŘ άƭƛƎƘǘψƛƴŦǊŀǊŜŘлέ ǿŜ 

can get the direct reading from the sensor. To use the sensor in your c programs you should 

open this file in your program and read it in your program. Please note that for each reading 

you have to re-open the file and then you can read the new reading. 

2.2 Serial Communication 

Intel Imote2 has three serial ports named as 

 STD-UART (Standard UART) 

 FFUART (Fully functional UART) 

 BUART (Blue tooth UART) 

The Figure 2-3 shows pin description of the basic set of connectors. 

The STD-UART is an asynchronous UART which is used by the Linux console to communicate 

with PC by using the Interface board.  This UART does not have modem control pins. 

FFUART according to some sources is used by some sensors on sensor board. 

BUART is not used by any application so we can use this port for communication with 

outside world. Pins 5 to 9 of Hirose-DF9 31 pin connector expose the BUART of Imote2. We 

tried to communicate via all three UARTs but we only achieved success with BUART. 

 

Figure 2-3 Imote2 basic connector set description 

A small, level converter, circuit is also needed to convert the levels of the signals from TTL to 

RS-232 and to communicate with outside world. We have built our own serial adapter board 

which is described later in this section. 
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2.2.1 Serial Programming for Imote2 under Linux 

The serial programming for Imote2 under Imote2 Linux is same as for standard Linux there is 

no change in programming procedure. There are so many documents on internet which 

provide enough information about serial programming under Linux. Only thing that you 

need to check under Imote2 Linux is that the serial devices are present, configured and 

installed also what their reference numbers are. 

¦ǎŜ ǘƘŜ άŘƳŜǎƎ μ ƎǊŜǇ ǘǘȅ{έ command to get details of devices under any Linux distribution 

(may be you need root account): 

#  dmesg | grep ttyS 

Kernel command line: root=/dev/mtdblock2 rootfstype=jffs2 console=ttyS2,115200 

mem=32M 

pxa2xx-uart.0: ttyS0 at MMIO 0x40100000 (irq = 22) is a FFUART 

pxa2xx-uart.1: ttyS1 at MMIO 0x40200000 (irq = 21) is a BTUART 

pxa2xx-uart.2: ttyS2 at MMIO 0x40700000 (irq = 20) is a STUART 

console [ttyS2] enabled  

This will give you a list of devices with names and device numbers. 

2.2.2 Serial Adapter for Imote2 

As we know that Imote2 is digital device and operates at TTL voltage levels but real world 

serial devices use RS232 levels. To convert from TTL to RS232 and vice versa we need a level 

converter circuit. Figure 2-4 shows the serial adapter circuit board which converts levels 

between TTL and RS232. Description of different parts of circuit its operation and settings 

are given below. This circuit is just for test purpose you can build your own as you like. 

 

Figure 2-4 Description of parts for serial adapter board 
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The circuit contains twelve open pins which we can jumper to obtain different functionality.  

Table 2-1 describes different jumper pins. 

Pins Description 

Pins 1 to 4 Belong to BUART of Imote2. 

Pins 5 to 8 Belong to UART of PC or External 
Serial device. 

Pins 9 to 12 Belong to FFUART of Imote2. 
Table 2-1 Pin description 

These pins are arranged in the form of groups to ease the different jumper settings, Table 

2-2 describes these groups. 

Group Description 

Group A Group of RxD pins. 

Group B Group of TxD Pins. 

Group C Group of RTs Pins. 

Group D Group of CTs Pins. 
Table 2-2 Pin group description 

2.2.2.1 Jumper Setting 

On the board there are three male headers each has 4 pins, the three headers are soldered 

on the board in form of a three by four matrix. This arrangement allows us to quickly change 

the functionality of the board from one mode to another. There are seven basic modes of 

operation which are described below. 

1. BUART connected to external device. 

2. FFUART connected to external device. 

3. External device loop back. 

4. BUART loop back. 

5. FFUART loop back. 

6. BUART connected to external device with lopped back hardware handshaking. 

7. FFUART connected to external device with looped back hardware handshaking. 

For example mode one can be set by connecting pin 1 to pin 5, pin 2 to pin 6, pin 3 to pin 7 

and pin 4 to pin 8. Mode four can be set by connecting pin1 to pin 2 and pin 3 to pin 4. If you 

have some knowledge of serial communication you can easily figure out that how to use 

other modes.   

2.2.2.2 Circuit Diagram  

We have used Max232 IC from maxim as level converter. The IC Max232 contains two TTL to 

RS232 converters and two RS232 to TTL converters. Figure 2-5 shows pin description of 

Max232 IC. The Figure 2-6 shows a typical application circuit for Max232 IC, we have used 

same circuit in our serial adapter board. Along with Max232 we have also used five polar 

capacitors; four out of five capacitors (C1 to C4) are used by voltage doubler and voltage 

inverter inside the Max232 and the fifth capacitor (C5) is used to decouple the power supply 

noise. 
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Figure 2-5 Pin description of Max232 IC 

Figure 2-7 shows the full circuit diagram of the serial adapter board, parts J3, J4 & J5 are the 

three male headers which are used for jumper settings, already described above. 

 

Figure 2-6 A typical application circuit of Max232 IC 

For a good understanding of circuit and the corresponding components on the board Figure 

2-8 & Figure 2-9 shows the components mapping from circuit diagram to serial adapter 

board. In circuit diagram of Figure 2-7 Wс ƛǎ ǘƘŜ άIƛǊƻǎŜ-5Cф ом Ǉƛƴέ ŎƻƴƴŜŎǘƻǊ ǿƘƛŎƘ 

connects to Imote2 board, the physical connector is shown in Figure 2-9. 
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Figure 2-7 Serial adapter circuit diagram 

 

 

Figure 2-8 Component mapping from circuit diagram 1 
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Figure 2-9 Component mapping from circuit diagram 2 

Table 2-3 shows list of all components, their values and quantity used in the circuit. Please 

note that the power connector is not shown in the circuit diagram only the Vcc and ground 

symbols are used, one should place a suitable connector at a suitable place on the circuit 

board as shown in Figure 2-4. 

Qty Description RefDes 
1 Imote2, HiroseDf9_31Pin J6 

3 CONNECTORS, HDR1X4 J3, J4, J5 

1 
LINE_TRANSCEIVER, 
MAX232ECPE U1 

1 CONNECTORS, DSUB9F J2 

1 CONNECTORS, DSUB9M J1 

1 POWER_SOURCES, GROUND 0 

5 CAP_ELECTROLIT, 1µF 
C1, C2, C3, C4, 
C5 

1 POWER_SOURCES, VCC VCC 
Table 2-3 List of components 

2.3 Wireless Communication 

Wireless communication under Linux is not difficult, sample code and compiled binaries are 

ƛƴŎƭǳŘŜŘ ƛƴ ǘƘŜ ŦƛƭŜ ǎȅǎǘŜƳ ǳƴŘŜǊ ǇŀǘƘ άκǊƻƻǘκǘƻǎƳŀŎέΦ ¢ƘŜǊŜ ŀǊŜ ǘǿƻ ŀǇǇƭƛŎŀǘƛƻƴǎ ƻƴŜ ƛǎ ǘƻ 

send data and other is to receive data. You can run these two applications on two separate 

motes to test them. But before you actually run the applications you have to load some 

ƳƻŘǳƭŜǎ ŀƴŘ ƘŀǾŜ ǘƻ ŎǊŜŀǘŜ ǎƻƳŜ ŘŜǾƛŎŜǎΦ ²Ŝ ƘŀǾŜ ǘŜǎǘŜŘ ǘƘƛǎ ǇǊƻŎŜŘǳǊŜ ƻƴ ά[ƛƴǳȄ 

нΦсΦнфΦмψǊмΦмέ ŀƴŘ ƛǘ ǿƻǊƪŜŘ ŦƛƴŜΦ 
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2.3.1 Installing and Running TOSMAC 

The wireless communication under LiƴǳȄ ƛǎ ŘƻƴŜ ǿƛǘƘ ǘƘŜ ƘŜƭǇ ƻŦ άǘƻǎψƳŀŎέ ŘǊƛǾŜǊ ǿƘƛŎƘ ƛǎ 

not built in the Linux kernel so you have to manually install it. 

Here is the procedure: 

Run following command (before you issue this command that all compiled modules are also 

copied to Imote2 in /lib/modules directory). 

# modprobe tos_mac 

You will get this output: 

TOSMAC driver is loading... 

GPIO-22 autorequested 

GPIO-114 autorequested 

GPIO-116 autorequested 

GPIO-0 autorequested 

GPIO-16 autorequested 

This board is IMote2 

TOS-MAC driver installed 

This ǿƛƭƭ ƭƻŀŘ άǘƻǎψƳŀŎέ ŀƴŘ ŀƭƭ ƛǘǎ ŘŜǇŜƴŘŜƴŎŜǎΣ ƴŜȄǘ ȅƻǳ ƴŜŜŘ ǘƻ ŎǊŜŀǘŜ ŘŜǾƛŎŜ ƴƻŘŜΣ ǳǎŜ 

following command to create device node. 

mknod /dev/tosmac c 240 0 

Lƴ ǘƘŜ ŎƻƳƳŀƴŘ ŀōƻǾŜ ƴǳƳōŜǊ άнплέ ƛǎ ŘŜǾƛŎŜ ƳŀƧƻǊ ƴǳƳōŜǊ ŀƴŘ ƴǳƳōŜǊ άлέ ƛǎ ŘŜǾƛŎŜ 

minor number. This number may vary from machine to machine. To know what is correct 

number for your device, type following command. 

cat /proc/devices 

Above command will produce following output: 

Character devices: 

  1 mem 

  2 pty 

  3 ttyp 

  4 /dev/vc/0 

  4 tty 

  4 ttyS 

  5 /dev/tty 

  5 /dev/console 

  5 /dev/ptmx 

  7 vcs 

 10 misc 

 13 input 

 90 mtd 



Section 2.3   Wireless Communication 

 
19 

128 ptm 

136 pts 

240 tosmac 

Block devices: 

259 blkext 

 31 mtdblock 

Finally here is the whole console output: 

# lsmod 

Module                  Size  Used by    Not tainted 

 

# modprobe tos_mac 

TOSMAC driver is loading... 

GPIO-22 autorequested 

GPIO-114 autorequested 

GPIO-116 autorequested 

GPIO-0 autorequested 

GPIO-16 autorequested 

This board is IMote2 

TOS-MAC driver installed 

 

# cat /proc/devices 

Character devices: 

  1 mem 

  2 pty 

  3 ttyp 

  4 /dev/vc/0 

  4 tty 

  4 ttyS 

  5 /dev/tty 

  5 /dev/console 

  5 /dev/ptmx 

  7 vcs 

 10 misc 

 13 input 

 90 mtd 

128 ptm 

136 pts 

240 tosmac 

 

Block devices: 

259 blkext 

 31 mtdblock 

 

# mknod /dev/tosmac c 240 0 
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To run the applications you need to install driver for Leds, the application will work without 

this driver the only difference is that you will not see Leds lighting. 

2.4 CPU Frequency Module 

CPU operation frequency of Imote2 is scalable i-e it can be changed and the most interesting 

thing is that it can be changed in runtime. To use this feature all we have to do is to have 

appropriate software support. Linux kernel has CPU Frequency driver in Linux source tree, all 

we have to do is we have to enable that feature and use it. To enable the CPU Frequency 

driver we have to go through Linux kernel compilation steps. 

2.4.1 Kernel Configuration 

Before really starting with Linux-Kernel compilation process we must correct a small mistake 

in the source code. These changes are necessary because there is a small bug in original 

ŎƻŘŜΣ ǿƛǘƘ ǘƘƛǎ ōǳƎ ǘƘŜ /t¦ ŀƴŘ {5w!a ŦǊŜǉǳŜƴŎƛŜǎ ŘƻƴΩǘ ƳŀǘŎƘ ŀƴŘ ǘƘŜ LƳƻǘŜн ƛǎ ƴƻǘ ŀōƭŜ 

to load the File-System. 

Follow these steps: 

1. Dƻ ǘƻ ŘƛǊŜŎǘƻǊȅ άΦΦκŀǊŎƘκŀǊƳκƳŀŎƘ-ǇȄŀκέ ŀƴŘ ŦƛƴŘ ŦƛƭŜ ŎŀƭƭŜŘ άcpufreq-pxa2xx.cέ ƻǇŜƴ 

this file in a editor.  

2. Find the line. 

{416000, 208000, PXA27x_CCCR(1, 16, 4), 1, CCLKCFG2(1, 0, 1)} 

3. Replace above line with following line. 

{416000, 208000, PXA27x_CCCR(0, 16, 4), 1, CCLKCFG2(1, 0, 1)} 

4. Save and quit the editor. 

Assuming that you already know how to make changes in Linux Kernel configuration (if you 

ŘƻƴΩǘ ƪƴƻǿ Ƙƻǿ ǘƻ ǎŜŜΣ ǎŜŎǘƛƻƴ 1.1.1 Compiling Linux Kernel, for more information), start 

Linux kernel configuration and make following packages either built-in or compile as 

modules. Package compiled as modules must be loaded on startup. 

CPU Power ManagementĄCPU Frequency scaling [*] 

          ĄCPU frequency translation statistics<*> 

          ĄCPU frequency translation statistics details <*> 

          ĄDefault CPU governorĄperformance 

          ĄΩǇŜǊŦƻǊƳŀƴŎŜΩ ƎƻǾŜǊƴƻǊғϝҔ 

          ĄΩǇƻǿŜǊ ǎŀǾŜΩ ƎƻǾŜǊƴƻǊғM> 

          ĄΩǳǎŜǊ ǎǇŀŎŜΩ ƎƻǾŜǊƴƻǊғM> 
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          ĄΩƻƴ ŘŜƳŀƴŘΩ ƎƻǾŜǊƴƻǊғM> 

          ĄΩŎƻƴǎŜǊǾŀǘƛǾŜΩ ƎƻǾŜǊƴƻǊғM> 

          ĄCPU idle PM support[*] 

Packages marked with (M) are compiled as modules and should also be copied to Imote2. 

Now save and exit the Kernel configuration, compile the kernel and load the Image and 

modules to Imote2 (see Chapter 1 for compilation and installation instructions). 

2.4.2 Usage of CPU-Frequency Driver  

After installing the Linux kernel and copying the modules we must load the modules to this, 

ŜƴǘŜǊ ǘƘŜ ƴŀƳŜ ƻŦ ƳƻŘǳƭŜǎ ƛƴ ǘƘŜ άκŜǘŎκƳƻŘǳƭŜǎέ ŦƛƭŜ ƻŦ LƳƻǘŜнΦ Just copy following text to 

any section of this file and save it. 

cpufreq_conservative 

cpufreq_ondemand 

cpufreq_powersave 

cpufreq_userspace 

Reboot your Imote2 and now if everything was fine till this step you will se a directory called 

άκǎȅǎκŘŜǾƛŎŜǎκǎȅǎǘŜƳκŎǇǳκŎǇǳлκŎǇǳŦǊŜǉκέ ƻƴ ȅƻǳǊ LƳƻǘŜнΦ ¢ƘŜǊŜ ŀǊŜ ǎŜǾŜǊŀƭ ŦƛƭŜǎ ƛƴ ǘƘƛǎ 

folder all these files are related to CPU-Frequency. At this time the only important files for us 

ƛǎ άǎŎŀƭƛƴƎψƎƻǾŜǊƴƻǊέ, άǎŎŀƭƛƴƎψŀǾŀƛƭŀōƭŜψƎƻǾŜǊƴƻǊǎέ ŀƴŘ άǎŎŀƭƛƴƎψǎŜǘǎǇŜŜŘέ the first file 

shows current governor and the second one tells which governors are implemented third 

one will be described later. A governor is a kind of policy or frequency setting. For example, 

performance governor is used to represent maximum operating frequency (which is 416 

Mhz for Imote2), powersave governor represents the lowest operating frequency (which at 

the moment is set to 104 Mhz), more about governors and CPU-Frequency driver can found 

ƻƴ ƛƴǘŜǊƴŜǘ ŀƴŘ ƛƴ [ƛƴǳȄ ǎƻǳǊŎŜ ǘǊŜŜ ǳƴŘŜǊ άΦΦκ5ƻŎǳƳŜƴǘŀǘƛƻƴκŎǇǳ-ŦǊŜǉέ ŘƛǊŜŎǘƻǊȅΦ 

Now to change the CPU-Frequency you have to change the governor, for example if you 

want to set the maximum CPU-CǊŜǉǳŜƴŎȅ ȅƻǳǊ ǎƘƻǳƭŘ ƭƻŀŘ ǘƘŜ άǇŜǊŦƻǊƳŀƴŎŜέ governor this 

ƛǎ ŘƻƴŜ ōȅ ǿǊƛǘƛƴƎ ǘƘŜ ƎƻǾŜǊƴƻǊ ƴŀƳŜ ǘƻ ŦƛƭŜ άǎŎŀƭƛƴƎψƎƻǾŜǊƴƻǊέΣ ǎŜŜ ǘƘŜ ŦƻƭƭƻǿƛƴƎ 

commands. 

#echo performance > scaling_governor  <to load performance governor> 

#echo powersave > scaling_governor  <to load power save governor> 

#echo userspace > scaling_governor  <to load user space governor> 

²ƘŜƴ ȅƻǳ ǎǿƛǘŎƘ ǘƻ άǳǎŜǊǎǇŀŎŜέ ƎƻǾŜǊƴƻǊ ȅƻǳ Ŏŀƴ ŎƘŀƴƎŜ ǘƻ ŀƴȅ ŦǊŜǉǳŜƴŎȅ ōŜǘǿŜŜƴ 

maximum and minimum frequencies. This can be achieved by writing the desired frequency 

ǾŀƭǳŜ ǘƻ άǎŎŀƭƛƴƎψǎŜǘǎǇŜŜŘέ ŦƛƭŜ όŦǊŜǉǳŜƴŎȅ ǎƘƻǳƭŘ ōŜ ƎƛǾŜƴ ƛƴ ƪƛƭƻ ƘŜǊǘz), see the following 

commands to set the Frequency value to 208 MHz, you can use any other value. 

#echo userspace > scaling_governor 

#echo 208000 > scaling_setspeed 
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¸ƻǳ Ŏŀƴ ŀƭǎƻ ŎƘŜŎƪ ƛŦ ȅƻǳΩǊŜ ǘƘŜ ŎƻƳƳŀƴŘǎ ǊŜŀƭƭȅ ǇǊƻŘǳŎŜ ŀƴȅ ŎƘŀƴƎŜ ƻǊ ƴƻǘΣ ŦƻǊ ǘƘƛǎ ǳǎŜ the 

ŎƻƳƳŀƴŘ άcat /proc/cpuinfoέΦ 

# cat /proc/cpuinfo 

Processor : XScale-PXA270 rev 7 (v5l) 

BogoMIPS : 207.66 

Features : swp half fastmult edsp iwmmxt  

CPU implementer : 0x69 

CPU architecture: 5TE 

CPU variant : 0x0 

CPU part : 0x411 

CPU revision : 7 

 

Hardware : IMOTE 2 

Revision : 0000 

Serial  : 0000000000000000 

Lƴ ŀōƻǾŜ ŎƻƴǎƻƭŜ ƻǳǘǇǳǘ ȅƻǳ ǎŜŜ ά.ƻƎƻaLt{ :207.66έ which is a rough estimate of CPU-

Frequency as estimated by Linux-kernel. 

 

 

  

  

 



CHAPTER 3 
 

3 USB-Host Support 
Intel PXA27xx processors comes with built-in USB-Host support which if configured can be 

used to interface other devices like Cameras, Flash drives, Wlan Sticks, UMTS sticks and 

virtually everything. 

3.1 How to Enable USB-Host Support 

To enable USB host support you have to make changes in board file which is "imote2.c" that 

lies in kernel source tree under directory "./arch/arm/mach-pxa". Secondly you have to 

enable "usb host side support" during kernel configuration at compile time. Third thing you 

need is a small circuit that supplies power to your USB devices and Ǉǳƭƭǎ ƻǳǘ LƳƻǘŜнΩǎ ¦{.-

Host connections. 

3.1.1 Modifying the Kernel Source 

Cƻƭƭƻǿ ǘƘŜǎŜ ƛƴǎǘǊǳŎǘƛƻƴǎ ǘƻ ƳƻŘƛŦȅ ǘƘŜ ά./arch/arm/mach-pxa/ƛƳƻǘŜнΦŎέ ŦƛƭŜΦ 

1. Add following line to include section of "imote2.c" file. 

#include <mach/ohci.h> 

2. Add following code lines anywhere in "imote2.c" file. 

/* 

 * Configure USB Host (OHCI) 

 * For Imote2 the following configuration is used: 

 *  USB Port 1 is used as USB Host 

 *  USB Port 2 is used as USB Gadget (as default for Imote2) 

*/ 

static int imote2_ohci_init(struct device *dev) 

{  

 return 0; 

} 

static struct pxaohci_platform_data imote2_ohci_platform_data = { 

 .port_mode = PMM_NPS_MODE, 

 .init  = imote2_ohci_init, 

 .flags  = ENABLE_PORT1 | NO_OC_PROTECTION, 

 .port_mode = PMM_PERPORT_MODE, 

 .power_budget = 150, //300 

}; 

3. Add following line of code to function "static void __init imote2_init(void)" this 

function is at the end of "imote2.c" file. 

pxa_set_ohci_info(&imote2_ohci_platform_data); 
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3.1.2 Kernel Configuration 

To enable the USB-Host support on Imote2 we must alter the default Linux Kernel 

configuration for Imote2. Assuming that you already know how to make changes in Linux 

YŜǊƴŜƭ ŎƻƴŦƛƎǳǊŀǘƛƻƴ όƛŦ ȅƻǳ ŘƻƴΩǘ ƪƴƻǿ Ƙƻǿ ǘƻ ǎŜŜ, section 1.1.1 Compiling Linux Kernel, for 

more information), start Linux kernel configuration and make following packages either 

built-in or compile as modules. Package compiled as modules must be loaded on startup. 

Device DriversĄUSB supportĄSupport for Host-side USB <*> 

  ĄUSB device filesystem [*] 

  ĄUSB device class-device (DEPRECATED)[*] 

  ĄUSB Monitor<*> 

  ĄOHCI HCD support<*> 

This configuration should do the basic stuff, but to enable extra devices you may need to 

enable extra modules like USB mass storage support, USB to serial converter support etc. 

Here you can also select the device drivers for your hardware if it is already supported by 

Linux Kernel. Now save and exit the Kernel configuration, compile the kernel and load the 

Image and modules to Imote2 (see Chapter 1 for compilation and installation instructions). 

3.1.3 Circuit Diagram 

Now all we need a small circuit with USB-Female connector and power supply,  

 

Figure 3-1 USB interface board circuit diagram 
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3.2 WLAN-USB Stick Interfacing With Imote2 

Due the availability of USB host on Imote2 it is possible to interface virtually any USB device 

to Imote2, so we decided to give try to WLAN-USB stick. One may find countless applications 

for Imote2 with WLAN, so we thought WLAN is worth giving a try. Given below is the list of 

things that we need or we need to do. 

 A WLAN-USB stick 

 Linux Kernel with USB-Host support, TCPIP Stack and WLAN support enabled 

(see section 3.3 for how to enable TCP/IP Stack). 

 WLAN-USB Stick driver. 

3.2.1 Choice of WLAN stick 

So our task begins with looking for an appropriate WLAN-USB Stick. One must keep in mind 

certain things when choosing hardware for Linux system, most important of those is driver 

support for Linux. So find a WLAN-USB stick which has a driver support for Linux. WLAN has 

Ƴŀƴȅ ǎǘŀƴŘŀǊŘǎ улнΦмм ŀκōκƎκƴ ŀǘ ǘƘƛǎ ǘƛƳŜ ǎǘŀƴŘŀǊŘ άулнΦмм Ǝέ ƛǎ ǘƘŜ Ƴƻǎǘ ǎǘŀōƭŜ ǾŜǊǎƛƻƴ 

with 54Mbps data rate this is the one that we use commonly these days (at the time of 

writing of this documentύΣ ǎǘŀƴŘŀǊŘ άулнΦмм ƴέ ƛǎ ǘƘŜ ƭŀǘŜǎǘ ǾŜǊǎƛƻƴ ŀƴŘ ƛǎ ǾŜǊȅ ŦŀǎǘΣ Řŀǘŀ ǊŀǘŜ 

Ŏŀƴ Ǝƻ ǳǇ ǘƻ оллaōǇǎ ŀƴŘ Ƴŀȅ ōŜ ƘƛƎƘŜǊ όL ŀƳ ƴƻǘ ǎǳǊŜύΣ ƛŦ ȅƻǳ ōǳȅ ŀ άулнΦмм ƴέ ǎǘƛŎƪ ƳŀƪŜ 

sure Linux kernel has supǇƻǊǘ ŦƻǊ άулнΦмм ƴέ ǎǘŀƴŘŀǊŘ όL ŀƳ ƴƻǘ ǎǳǊŜ ŀōƻǳǘ ƛǘύ ƻǊ ǎƻƳŜ ƻǘƘŜǊ 

ǿŀȅ ǘƻ ƛƴǘŜƎǊŀǘŜ ƛǘΦ ¢ƻ ōŜ ƻƴ ǎŀŦŜ ǎƛŘŜ ǿŜ ŎƘƻǎŜ ŀ ²[!b ǎǘƛŎƪ ǿƛǘƘ άулнΦмм Ǝέ ǎǳǇǇƻǊǘΦ 

!ŦǘŜǊ ŀ ƭƛǘǘƭŜ ōƛǘ ƻŦ DƻƻƎƭƛƴƎ ŀƴŘ ƭƻƻƪƛƴƎ ƻƴ ƻƴƭƛƴŜ ǎǘƻǊŜǎ ǿŜ Ŧƛƴŀƭƭȅ ŦƻǳƴŘ ŀ άулнΦмм Ǝέ 

WLAN-USB stick. It is From TP-LINK company 54Mbps Model number TL-WN321G. The driver 

support is built in Linux Kernel as well as the new driver is available from TP-LINK website for 

Linux and Windows may be also for MacOs. 

3.2.2 Kernel Configuration 

To get a WLAN device running we must alter the default Linux Kernel configuration for 

Imote2. Assuming that you already know how to make changes in Linux Kernel configuration 

όƛŦ ȅƻǳ ŘƻƴΩǘ ƪƴƻǿ Ƙƻǿ ǘƻ, see section 1.1.1 Compiling Linux Kernel for more information), 

start Linux kernel configuration. Now make following packages either built-in or compile as 

modules. 

Networking supportĄwirelessĄImproved wireless configuration API (M) 

     Ą nl80211 new netlink interface support [*] 

     ĄWireless extensions sysfs files [*] 

     ĄCommon routines for IEEE802.11 drivers (M) 

     ĄGeneric IEEE 802.11 Networking (M) 

     ĄEnable LED triggers [*] 
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Device DriversĄNetwork device SupportĄWireless LANĄWireless LAN (IEEE 802.11) [*] . 

Here you can also select the device drivers if your card is already supported by Linux Kernel. 

Packages marked with (M) are optional and provide extra functionality they can be used but 

they are not necessary. These packages are very useful if you want to make use of 

άκŜǘŎκƴŜǘǿƻǊƪκƛƴǘŜǊŦŀŎŜǎέ ǎŎǊƛǇǘ ŀƴŘ άƛŦǳǇέ ϧ άƛŦŘƻǿƴέ ŎƻƳƳŀƴŘǎ ŦƻǊ ²[!b ŎƻƴƴŜŎǘƛƻƴΦ 

Now save and exit the Kernel configuration, compile the kernel and load the Image and 

modules to Imote2 (see Chapter 1 for compilation and installation instructions). 

3.2.3 Cross Compiling the Driver 

Now if the driver is not already a part of Linux Kernel than we can compile it from source 

code. Here we are describing the procedure for the particular stick that we used (TP-LINK 

54Mbps TL-WN321G) but the method should be somewhat similar for other sticks also, for 

ƳƻǊŜ ƛƴŦƻǊƳŀǘƛƻƴ ǊŜŀŘ ǘƘŜ άw9!5a9έ ŦƛƭŜ ǇǊƻǾƛŘŜŘ ǿƛǘƘ ŘǊƛǾŜǊΦ 

WLAN stick that we are using (TP-LINK 54Mbps TL-²bонмDύ ƛǎ ōŀǎŜŘ ƻƴ άwŀƭƛƴƪέ ŎƘƛǇǎŜǘ, 

driver for this chipset is already present in Linux Kernel but we found it easy to compile and 

load the driver separately. Now download the Linux version of device driver from TP-Link 

website and follow these steps. 

1. Unpack the archive. 

#tar xvf TpLink_TL_WN321G_in_Linux.tar 

#cd  TpLink_TL_WN321G_in_Linux/Module/ 

2. Edit Makefile and make following changes to it (you can use άviέ or any other editor). 

a. ¦ƴŎƻƳƳŜƴǘ ǘƘŜ άt[!¢ChwaҐ9a.95595έ ƭƛƴŜΦ 

b. /ƻƳƳŜƴǘ ǘƘŜ άt[!¢ChwaҐt/έ ŀƴŘ άt[!¢ChwaҐ/at/έ ƭƛƴŜǎΦ 

c. Set the path of you compiled Kernel source (Please not to compile a module 

you need a compiled Linux Kernel source), find following lines in Makefile and 

ǎŜǘ ά[Lb¦·ψ{w/έ ǾŀǊƛŀōƭŜ ǘƻ ȅƻǳǊ /ƻƳǇƛƭŜŘ [ƛƴǳȄ YŜǊƴŜƭ ǇŀǘƘΦ 

ifeq ($(PLATFORM),EMBEDDED) 

LINUX_SRC = Path/to/your/Compiled/Linux/Kernel 

Endif 

3. Export the system symbols. 

# export ARCH=arm 

#export CROSS_COMPILE=arm-linux-     

4. Start the build process 

#make all 

5. bƻǿ ŎƻǇȅ ǘƘŜ ƴŜǿƭȅ ŎǊŜŀǘŜŘ άǊǘтоΦƪƻέ ŦƛƭŜ ǘƻ ȅƻǳǊ LƳƻǘŜн 

#scp rt73.ko root@<IpAddressOfYourImote2>:<Target/directory/on/Imote2>/rt73.ko 
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¢ƘŀǘΩǎ ƛǘ ȅƻǳ ŀǊŜ ŘƻƴŜ ǿƛǘƘ ŎƻƳǇƛƭƛƴƎΦ 

3.2.4 Wlan Configuration on Imote2 

Once you made changes to Kernel, compiled the driver, loaded new Kernel to Imote2 and 

copied the driver to your Imote2 you are ready to install and configure the WLAN driver on 

Imote2. 

3.2.4.1 Driver installation  

Now insert the WLAN-USB stick into USB-Host port of Imote2 and turn on your Imote2. Now 

login to Imote2 and follow these steps. 

Lƴǎǘŀƭƭ ǘƘŜ ŘǊƛǾŜǊ ƳƻŘǳƭŜ όL ŀǎǎǳƳŜ ǘƘŜ ƳƻŘǳƭŜ ƛǎ ƛƴ άκǊƻƻǘκŘǊƛǾŜǊǎκέ ŘƛǊŜŎǘƻǊȅύΦ 

#cd /root/drivers/ 

#insmod rt73.ko 

Check if the Wlan card is detected and registered as a network interface. 

#ls /sys/class/net 

This command will show all the registered network adapters, you should see a directory with 

ƴŀƳŜ άǊŀǳǎōлέ όƴƻǘŜ ǘƘŜ ƴŀƳŜ άǊŀǳǎō·έ ƛǎ ƻƴƭȅ ōŜŎŀǳǎŜ ƻŦ ǘƘƛǎ ǇŀǊǘƛŎǳƭŀǊ ŘǊƛǾŜǊ ǘƘƛǎ ƴŀƳŜ 

can be different if you chose another card and another driver).  

LŦ ƴƻ ²ƭŀƴ ŘŜǾƛŎŜ ƛǎ ŦƻǳƴŘ ƛƴ άκǎȅǎκŎƭŀǎǎκƴŜǘέ ŘƛǊŜŎǘƻǊȅ ǘƘŜƴ ŎƘŜŎƪ άκǎȅǎκōǳǎκǳǎōκŘŜǾƛŎŜǎκέ 

directory. If you have a USB hub in between Imote2 and your WLAN-USB stick you should 

not experience such a problem. If you connect the WLAN-USB stick directly to Imote2 then 

there may be an issue of power management. This can be solved by overwriting a 

ŎƻƴŦƛƎǳǊŀǘƛƻƴ ŦƛƭŜ ƛƴ άκǎȅǎκōǳǎκǳǎōκŘŜǾƛŎŜǎκм-мκέ ŘƛǊŜŎǘƻǊȅΦ 

# echo ςn 1 > /sys/bus/usb/devices/1-1/bConfigurationValue 

Above command is a hack to the problem and should fix the problem. 

3.2.4.2 Network Parameters Configuration  

Once the driver is successfully installed rest of the process is standard for any Linux system. 

Issue following commands (replace the <> brackets and containing text with appropriate 

network parameters). 

#ifconfig rausb0 up 

#iwconfig rausb0 key <type your wlan key here> 

#iwconfig rausb0 essid <NetworkName/AccesPointName> 

#iwconfig rausb0 nickname <anyNickNameForYourDevice> 

#ifconfig rausb0 inet <TypeYourIpAddressHere> 

#ifconfig rausb0 netmask<TypeYourNetMaskHere> 

#ifconfig rausb0 gateway <TypeYourDefaultGatewayHere> 

#ifconfig rausb0 network <TypeYourNetworkAddressHere> 

#ifconfig rausb0 broadcast <TypeYourBroadcastAddressHere> 
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Last two parameters are optional and only required if these values are non default for your 

network. By default network address is XXX.XXX.XXX.0 and broadcast address is 

···Φ···Φ···Φнрр ǿƘŜǊŜ ···Φ···Φ··· ǊŜǇǊŜǎŜƴǘǎ ȅƻǳǊ ƴŜǘǿƻǊƪΩǎ ǇǊŜŦƛȄΦ hƴŜ Ŏŀƴ ŀǘƻmize the 

whole process described in section 3.2.4.1 and section 3.2.4.2 by writing a small script and 

ǇǳǘǘƛƴƎ ƛǘ ƛƴ άκŜǘŎκǊŎнΦŘκέ ŘƛǊŜŎǘƻǊȅΦ DƛǾŜƴ ōŜƭƻǿ ƛǎ the script, just copy these lines to a text 

ŦƛƭŜΣ ƴŀƳŜ ƛǘ ά{рл{ǘŀǊǘǳǇ{ŎǊƛǇǘέ ŀƴŘ Ǉǳǘ ƛǘ ƛƴ άκŜǘŎκǊŎнΦŘκέ ŘƛǊŜŎǘƻǊȅΦ 

#******************************************************** 

#***********S50StartupScript File**************************** 

#***********This file configures Wlan on Imote2**************** 

 

#Install driver 

cd /root/drivers/ 

insmod rt73.ko 

echo ςn 1 > /sys/bus/usb/devices/1-1/bConfigurationValue 

 

#Configure Wlan 

ifconfig rausb0 up 

iwconfig rausb0 key <type your wlan key here> 

iwconfig rausb0 essid <NetworkName/AccesPointName> 

iwconfig rausb0 nickname <anyNickNameForYourDevice> 

ifconfig rausb0 inet <TypeYourIpAddressHere> 

ifconfig rausb0 netmask<TypeYourNetMaskHere> 

ifconfig rausb0 gateway <TypeYourDefaultGatewayHere> 

ifconfig rausb0 network <TypeYourNetworkAddressHere> 

ifconfig broadcast <TypeYourBroadcastAddressHere> 

 

#***********EOF  S50StartupScript File*********************** 

tƭŜŀǎŜ ƴƻǘŜ ƛƴ ŀōƻǾŜ ƭƛƴŜǎ ƻŦ ŎƻŘŜ ŀ І όƘŀǎƘύ ǎƛƎƴ ƳŜŀƴǎ ŀ ŎƻƳƳŜƴǘ ƛǘ ƛǎ ŘƻŜǎƴΩǘ ǊŜǇǊŜǎŜƴǘ ŀ 

root user, while in section 3.2.4.1, section 3.2.4.2 and in command below this paragraph a # 

(hash) sign represents a root user. In order to make this method work you also need to 

change the permission of the file, following command will do the job. 

#chmod 777 S50StartupScript 

After this, every time you restart the Imote2 your WLAN adapter will be automatically 

configured and running. 

3.2.5 Conclusion 

The method described in this chapter is tasted and it worked but some time it takes time to 

make things working. It may take several tries to make it working. Method described in this 

section considers a particular WLAN-USB stick (TP-LINK 54Mbps TL-WN321G) but can be 

applied with little modification to other similar hardware. 
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3.3 USB-2-Ethernet Adapter Interfacing with Imote2 

LǘΩǎ ƛƴǘŜǊŜǎǘƛƴƎ ǘƻ ƘŀǾŜ 9ǘƘŜǊƴŜǘ ŜƴŀōƭŜŘ ƻƴ LƳƻǘŜн ƻne may want to connect it to Lan 

directly, rather than using USB-Ethernet-gadget. So the method is very similar to that 

described in section 3.2 WLAN-USB Stick Interfacing With Imote2. Only thing you have to do 

is to find a USB-2-Ethernet adapter for which the driver support is either already there in 

Linux kernel or the driver is available from the vendor for compilation and installation. So we 

found an adapter whose driver was already there in Linux kernel, this adapter is based on 

άaƻǎ/ƘƛǇ a/{туол άŎƘƛǇǎŜǘΦ  

3.3.1 Kernel Configuration 

For kernel configuration you should have USB-Host support enabled (see section 3.1 How to 

Enable USB-Host Support) and the TCPIP support enabled in kernel. Now make following 

packages either built-in or compile as modules to enable TCP/IP stack and the device driver 

for a particular network card. 

Networking supportĄNetwork optionsĄPacket socket <*> 

     ĄUnix domain sockets <*> 

     ĄTCP/IP networking [*] 

     ĄIP: multicasting [*] 

     ĄIP: kernel level autoconfiguration [*] 

     ĄINET: socket monitoring interface <*> 

Device DriversĄNetwork device supportĄUSB Network AdaptersĄMulti-purpose 

Networking Framework <*> 

Device DriversĄNetwork device supportĄUSB Network AdaptersĄEmbedded ARM Linux 

ƭƛƴƪǎ όƛǇŀǉΣ ΧΦύ ώϝϐ 

And here in this section you can select driver for your card, in our case the driver for our card 

was already present in kernel so we enabled it. 

Device DriversĄNetwork device supportĄUSB Network AdaptersĄMosChip MCS7830 

based Ethernet adapters <*> 

Now save and exit the Kernel configuration, compile the kernel and load the Image and 

modules to Imote2 (see Chapter 1 for compilation and installation instructions). 

3.3.2 Configuring the Network Parameters 

After copying the new kernel and new modules reboot the Imote2 and logon to Imote2. 

Those packages which were compile as loadable modules should be installed the easiest way 

ƛǎ ǘƻ ŜŘƛǘ ǘƘŜ ŦƛƭŜ άκŜǘŎκƳƻŘǳƭŜǎέ ŀƴŘ ǊŜōƻƻǘ ǘƘŜ ǎȅǎǘŜƳ ŀƎŀƛƴΦ hƴ ǊŜōƻƻǘ ƛǎǎǳŜ άƭǎƳƻŘέ 

command to make sure that loadable modules are properly loaded. Now insert the USB-2-
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Ethernet adapter into USB-Host port of Imote2 and reboot your Imote2 third time. Now 

login to Imote2 and follow these steps. 

Install the ŘǊƛǾŜǊ ƳƻŘǳƭŜ όL ŀǎǎǳƳŜ ǘƘŜ ƳƻŘǳƭŜ ƛǎ ƛƴ άκǊƻƻǘκŘǊƛǾŜǊǎκέ ŘƛǊŜŎǘƻǊȅύ, (skip this 

step if the driver is already there in kernel). 

#cd /root/drivers/ 

#insmod <name of driver>.ko 

Check if the network card is detected and registered as a network interface. 

#ls /sys/class/net 

This command will show all the registered network adapters, you should see a directory with 

ƴŀƳŜ άethлέ όƴƻǘŜ ǘƘŜ ƴŀƳŜ άeth·έ ƛǎ ƻƴƭȅ ōŜŎŀǳǎŜ ƻŦ ǘƘƛǎ ǇŀǊǘƛŎǳƭŀǊ ŘǊƛǾŜǊ ǘƘƛǎ ƴŀƳŜ Ŏŀƴ ōŜ 

different if you chose another card and another driver).  

If no USB-2-Ethernet adapter ŘŜǾƛŎŜ ƛǎ ŦƻǳƴŘ ƛƴ άκǎȅǎκŎƭŀǎǎκƴŜǘέ ŘƛǊŜŎǘƻǊȅ ǘƘŜƴ ŎƘŜŎƪ 

άκǎȅǎκōǳǎκǳǎōκŘŜǾƛŎŜǎκέ ŘƛǊŜŎǘƻǊȅΦ LŦ ȅƻǳ ƘŀǾŜ ŀ ¦{. Ƙǳō ƛƴ ōŜǘǿŜŜƴ LƳƻǘŜн ŀƴŘ ȅƻǳǊ 

network card you should not experience such a problem. If you connect the USB-2-Ethernet 

adapter directly to Imote2 then there may be an issue of power management. This can be 

ǎƻƭǾŜŘ ōȅ ƻǾŜǊǿǊƛǘƛƴƎ ŀ ŎƻƴŦƛƎǳǊŀǘƛƻƴ ŦƛƭŜ ƛƴ άκǎȅǎκōǳǎκǳǎōκŘŜǾƛŎŜǎκм-мκέ ŘƛǊŜŎǘƻǊȅΦ 

# echo ςn 1 > /sys/bus/usb/devices/1-1/bConfigurationValue 

Above command is a hack to the problem and should fix the problem. 

Once the driver is successfully installed rest of the process is standard for any Linux system. 

Issue following commands (replace the <> brackets and containing text with appropriate 

network parameters). 

#ifconfig eth0 up 

#ifconfig ethb0 inet <TypeYourIpAddressHere> 

#ifconfig eth0 netmask<TypeYourNetMaskHere> 

#ifconfig eth0 gateway <TypeYourDefaultGatewayHere> 

#ifconfig eth0 network <TypeYourNetworkAddressHere> 

#ifconfig eth0 broadcast <TypeYourBroadcastAddressHere> 

Last two parameters are optional and only required if these values are non default for you 

network. By default network address is XXX.XXX.XXX.0 and broadcast address is 

···Φ···Φ···Φнрр ǿƘŜǊŜ ···Φ···Φ··· ǊŜǇǊŜǎŜƴǘǎ ȅƻǳǊ ƴŜǘǿƻǊƪΩǎ ǇǊŜŦƛȄΦ hƴŜ Ŏŀƴ ŀǘƻmize the 

whole process described above by editing άκŜǘŎκnetwork/interfacesέ file. Copy following 

lines, without touching already existing text, to the empty section of άinterfacesέ script.  

auto eth0 

iface eth0 inet static 

address < TypeYourIpAddressHere > 

netmask <TypeYourNetMaskHer> 
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network <TypeYourNetworkAddressHere> 

broadcast <TypeYourBroadcastAddressHere> 

gateway <TypeYourDefaultGatewayHere> 

Now reboot your Imote2, you can also try following commands to turn on or off the network 

interface. 

#ifup eth0 

#ifdown eth0 

After this, every time you restart the Imote2, your network adapter will be automatically 

configured and running. You can use following command to list all the configured network 

interfaces as well as their details. 

#ifconfig 

3.4 UMTS/GSM Surf-Stick Interfacing With Imote2 

Heaving an internet connection and using it for remote data logging is a nice concept for 

Imote2. This task can be achieved by using a UMTS/GSM internet surf-stick which is easily 

available in market from different vendors and with different data tariffs. In this section we 

will describe how to interface such hardware with Imote2. We used Huawei E160 

UMTS/GSM Surf-stick and MEDIONmobile tariff. Although our work is related to mentioned 

hardware but most of it is also applicable to other similar hardware, because the kernel 

modules and user space applications used will remain same, only things that differ are 

hardware drivers and details from connection provider. To get Surf-Stick running we need 

three things. 

 Mode switching of Surf-stick (see section 3.4.1) 

 New kernel modules (see section 3.4.2) 

 User space application (see section 3.4.3) 

3.4.1 UMTS/GSM Surf-Stick  

A UMTS/GSM Surf-stick is a device that uses cell phone networks to provide internet 

connectivity wirelessly. These Surf-sticks look like USB Flash-drive and act quite similarly, 

when first time inserted into a windows machine these devices are mostly recognized as 

USB-mass-storage device. They appear either as a CD-ROM or as a USB-flash-drive; from 

there these devices launch the driver setups. Once the driver is installed it changes the Surf-

stick from USB-mass-storage mode to USB-modem mode via a virtual serial port. After that, 

appear some extra serial ports on Windows system and there also appears a modem device 

in the hardware list. All this process goes seamlessly and very quick on a Windows machine 

but things are not as simple on a Linux machine. It is because the drivers provided with the 

ƘŀǊŘǿŀǊŜ Ƴƻǎǘƭȅ ŘƻƴΩǘ ǎǳǇǇƻǊǘ [ƛƴǳȄΦ 

There exist other methods in Linux environment to handle this problem, so there are two 

ǿŀȅǎ ǘƻ Řƻ ǘƘƛǎ ŦƛǊǎǘ ƳŜǘƘƻŘ ƛǎ ǘƻ ƛƴǎǘŀƭƭ ŀ ǳǎŜǊ ǎǇŀŎŜ ŘŜƳƻƴ ŎŀƭƭŜŘ ά¦{.-mod-ǎǿƛǘŎƘέΦ ¢Ƙƛǎ 

program switches Surf-sticks from USB-mass-storage mode to USB-serial mode. These days 
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this program comes as a part of many Linux distributions. To use this demon on Imote2 one 

must cross compile it, after giving a lot of try to this method we quit this method. The 

second method relies on capabilities of Surf-sticks to be permanently switched to USB-serial 

mode and USB-modem mode. For this method to work you first need a Windows or a Linux 

system and then follow the instructions given below. 

3.4.1.1 Instruction for Windows System  

1. Insert your UMTS/GSM Surf-stick into USB port of your system and wait a while so 

Windows can recognize the hardware and install the proper drivers. 

2. Now if the Auto-Play is enabled on your system the device will automatically install 

Modem driver, otherwise go to MyComputer there you will find a new CD-Rom 

device or a new USB-mass-storage device, open it and install the driver by yourself. 

3. !ŦǘŜǊ ǘƘŜ ŘǊƛǾŜǊǎ ŀǊŜ ƛƴǎǘŀƭƭŜŘ ǎǳŎŎŜǎǎŦǳƭƭȅ Ǝƻ ǘƻ Ψ/ƻƴǘǊƻƭ-PanelĄTelephone-&-

modem-ƻǇǘƛƻƴΩΣ ŘƻǳōƭŜ ŎƭƛŎƪ ŀƴŘ ƻǇŜƴ ƛǘΦ 

4. In the newly opened winŘƻǿ ǎŜƭŜŎǘ ΨaƻŘŜƳǎΩ ǘŀōΣ ƛƴ ǘƘƛǎ ǘŀō ȅƻǳ ǿƛƭƭ ǎŜŜ ǘƘŜ ƭƛǎǘ ƻŦ 

available modems, select the one which belongs to your Surf-stick and then click on 

ΨtǊƻǇŜǊǘƛŜǎΩ ōǳǘǘƻƴ ōŜƭƻǿΦ 

5. Lƴ ǘƘŜ ƴŜǿƭȅ ƻǇŜƴŜŘ ǇǊƻǇŜǊǘƛŜǎ ǿƛƴŘƻǿ ǎŜƭŜŎǘ ΨaƻŘŜƳΩ ǘŀōΣ ƴƻǿ ƴƻǘŜ Řƻǿƴ ǘƘŜ 

Ψ/ƻƳ tƻǊǘΩ ƴǳƳōŜǊ ŀƴŘ ǘƘŜ ΨōŀǳŘǊŀǘŜΩ ƻŦ ǘƘŜ ƳƻŘŜƳ, you will need this information 

in next step.  

6. Open the Hyper-Terminal or any other similar program and open a connection on a 

seǊƛŀƭ ƭƛƴŜ ǿƛǘƘ ŦƻƭƭƻǿƛƴƎ ǎŜǘǘƛƴƎǎ ά/haҐ··Σ .ƛǘǎ ǇŜǊ ǎŜŎƻƴŘκōŀǳŘǊŀǘŜҐ¸¸¸¸Σ Řŀǘŀ 

bits=уΣ ǇŀǊƛǘȅҐƴƻƴŜΣ ǎǘƻǇ ōƛǘҐмΣ Ŧƭƻǿ ŎƻƴǘǊƻƭҐƴƻƴŜέ ǿƘŜǊŜ ·· ǊŜǇǊŜǎŜƴǘ ȅƻǳǊ ƳƻŘŜƳ 

serial port and YYYY represent the baudrate of your modem.  

7. bƻǿ ƛƴ ǘƘŜ ǘŜǊƳƛƴŀƭ ǿƛŘƻǿ ǘȅǇŜ ΨŀǘΩ όǿƛǘƘƻǳǘ ŎƻƳŀǎύ ŀƴŘ ǇǊŜǎǎ ΨenterΩ (you may not 

see what you are typing), if everything is fine till this step you will see ΨhYΩ ƻƴ ȅƻǳǊ 

terminal screen, this means that you are connected to your modem and modem is 

ready to accept further commands. 

8. bƻǿ ƛǎǎǳŜ ŎƻƳƳŀƴŘ ΨAT^u2diag=0Ω όǿƛǘƘƻǳǘ ŎƻƳŀǎύ ŀƴŘ ǇǊŜǎǎ ΨŜƴǘŜǊΩ (once again 

you may not sŜŜ ǿƘŀǘ ȅƻǳ ŀǊŜ ǘȅǇƛƴƎύΣ ƛƴ ǊŜǎǇƻƴǎŜ ȅƻǳ ǿƛƭƭ ǎŜŜ ΨhYΩ and that is it, 

process completed. Note that it is better that you write this command in notepad 

ŀƴŘ ǘƘŜƴ ŎƻǇȅ ǇŀǎǘŜ ƛƴ ȅƻǳǊ ǘŜǊƳƛƴŀƭ ŀǎ ȅƻǳ ŘƻƴΩǘ ǎŜŜ ǿƘŀǘ ŀǊŜ ȅƻǳ ǘȅǇƛƴƎΦ  

Now your surf-stick is switched permanently into modem mode and you will not need extra 

programs on Linux system to make your hardware work as modem. These settings can be 

ǊŜǾŜǊǎŜŘ ōȅ ƛǎǎǳƛƴƎ ŀ ŎƻƳƳŀƴŘ ΨAT^u2diag=1Ω όǿƛǘƘƻǳǘ ŎƻƳŀǎύ ŀƴŘ ǇǊŜǎǎ ΨŜƴǘŜǊΩ όƻƴŎŜ ŀƎŀƛƴ 

you may not see what you are typing)Σ ȅƻǳ ǿƛƭƭ ǎŜŜ ΨhYΩ ŀǎ ŀ ŎƻƴŦƛǊƳŀǘƛƻƴ ŀƴŘ ȅƻǳǊ ŘŜǾƛŎŜ 

will be working as it was working before. 

3.4.1.2 Instructions for Linux System  

In a Linux system if the USB-mode-switch is installed your device will be automatically 

switched to USB-Serial mode. The device appears as USB-{ŜǊƛŀƭ ǇƻǊǘ ǿƛǘƘ ƴŀƳŜ Ψǘǘȅ¦{.··Ω 

where XX is the number of port. You can also find out if the device is really detected or not 
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ōȅ ǘȅǇƛƴƎ ŎƻƳƳŀƴŘ Ψƭǎ κŘŜǾκǘǘȅ¦{.ϝΩ ŀǘ ȅƻǳǊ [ƛƴǳȄ ŎƻƳƳŀƴŘ ǇǊƻƳǇǘ ŀƴŘ ƛǘ ǿƛƭƭ ƭƛǎǘ ŀƭƭ ǘƘŜ 

detected devices. The device will expose two USB-Serial ports if it is not permanently 

switched to modem mode and it will expose three USB-Serial ports if it is permanently 

switched to modem mode. So now assuming that USB-mode-switch is already installed on 

your system, device already plugged-in and recognized as two USB-Serial ports follow steps 

given below. 

1. Open Serial TerminalΣ ȅƻǳ Ŏŀƴ ǳǎŜ ΨǎŎǊŜŜƴΩΣ ΨǎǘǘȅΩ ƻǊ  any other similar program, open 

ŀ ŎƻƴƴŜŎǘƛƻƴ ƻƴ ŀ ǎŜǊƛŀƭ ƭƛƴŜ ǿƛǘƘ ŦƻƭƭƻǿƛƴƎ ǎŜǘǘƛƴƎǎ άttyUSBXX, Bits per 

sŜŎƻƴŘκōŀǳŘǊŀǘŜҐ¸¸¸¸Σ Řŀǘŀ ōƛǘǎҐуΣ ǇŀǊƛǘȅҐƴƻƴŜΣ ǎǘƻǇ ōƛǘҐмΣ Ŧƭƻǿ ŎƻƴǘǊƻƭҐƴƻƴŜέ 

where XX represent your modem serial port, (usually the first one of two exposed 

USB-Serial ports is the one we use so ttyUSB1 should work fine)  and YYYY represent 

the baudrate of your modem. bƻǘŜ ƛƴ ŎŀǎŜ ƻŦ [ƛƴǳȄ ǎȅǎǘŜƳ ȅƻǳ ŘƻƴΩǘ ƘŀǾŜ ŀƴȅ ǿŀȅ ǘƻ 

find the baudrate of your modem so you should have this information from your 

vendor.  

2. bƻǿ ƛƴ ǘƘŜ ǘŜǊƳƛƴŀƭ ǿƛŘƻǿ ǘȅǇŜ ΨŀǘΩ όǿƛǘƘƻǳǘ ŎƻƳŀǎύ ŀƴŘ ǇǊŜǎǎ ΨŜƴǘŜǊΩ όȅƻǳ Ƴŀȅ ƴƻǘ 

see what you are ǘȅǇƛƴƎύΣ ƛŦ ŜǾŜǊȅǘƘƛƴƎ ƛǎ ŦƛƴŜ ǘƛƭƭ ǘƘƛǎ ǎǘŜǇ ȅƻǳ ǿƛƭƭ ǎŜŜ ΨhYΩ ƻƴ ȅƻǳǊ 

terminal screen, this means that you are connected to your modem and modem is 

ready to accept further commands. 

3. bƻǿ ƛǎǎǳŜ ŎƻƳƳŀƴŘ ΨAT^u2diag=0Ω όǿƛǘƘƻǳǘ ŎƻƳŀǎύ ŀƴŘ ǇǊŜǎǎ ΨŜƴǘŜǊΩ όƻƴŎŜ again 

ȅƻǳ Ƴŀȅ ƴƻǘ ǎŜŜ ǿƘŀǘ ȅƻǳ ŀǊŜ ǘȅǇƛƴƎύΣ ƛƴ ǊŜǎǇƻƴǎŜ ȅƻǳ ǿƛƭƭ ǎŜŜ ΨhYΩ ŀƴŘ ǘƘŀǘ ƛǎ ƛǘΣ 

process completed. Note that it is better that you write this command in a text editor 

ŀƴŘ ǘƘŜƴ ŎƻǇȅ ǇŀǎǘŜ ƛƴ ȅƻǳǊ ǘŜǊƳƛƴŀƭ ŀǎ ȅƻǳ ŘƻƴΩǘ ǎŜŜ ǿƘŀǘ ŀǊŜ ȅƻǳ ǘȅǇƛƴƎΦ  

Now your surf-stick is switched permanently into modem mode and you will not need extra 

programs on Linux system to make your hardware work as modem. These settings can be 

ǊŜǾŜǊǎŜŘ ōȅ ƛǎǎǳƛƴƎ ŀ ŎƻƳƳŀƴŘ ΨAT^u2diag=1Ω όǿƛǘƘƻǳǘ ŎƻƳŀǎύ ŀƴŘ ǇǊŜǎǎ ΨŜƴǘŜǊΩ όƻƴŎŜ ŀƎain 

ȅƻǳ Ƴŀȅ ƴƻǘ ǎŜŜ ǿƘŀǘ ȅƻǳ ŀǊŜ ǘȅǇƛƴƎύΣ ȅƻǳ ǿƛƭƭ ǎŜŜ ΨhYΩ ŀǎ ŀ ŎƻƴŦƛǊƳŀǘƛƻƴ ŀƴŘ ȅƻǳǊ ŘŜǾƛŎŜ 

will be working as it was working before. 

3.4.2 Kernel Configuration 

To get a Surf-stick running you must have Linux Kernel with USB-Host support enabled (see 

section 3.1 How to Enable USB-Host Support), TCPIP Stack (see section 3.3 for how to enable 

TCP/IP Stack) and PPP (point to point protocol) support enabled. Now we alter the default 

Linux Kernel configuration for Imote2 to enable PPP support and extra packages. Assuming 

ǘƘŀǘ ȅƻǳ ŀƭǊŜŀŘȅ ƪƴƻǿ Ƙƻǿ ǘƻ ƳŀƪŜ ŎƘŀƴƎŜǎ ƛƴ [ƛƴǳȄ YŜǊƴŜƭ ŎƻƴŦƛƎǳǊŀǘƛƻƴ όƛŦ ȅƻǳ ŘƻƴΩǘ ƪƴƻǿ 

how to, see section 1.1.1 Compiling Linux Kernel for more information), start Linux kernel 

configuration. Now make following packages either built-in or compile as modules. 

Device DriversĄNetwork Device SupportĄPPP support 

Device DriversĄNetwork Device SupportĄPPP supportĄPPP support for async serial ports 

Device DriversĄNetwork Device SupportĄPPP supportĄPPP support for sync tty ports 



Section 3.4   UMTS/GSM Surf-Stick Interfacing With Imote2 

 
34 

Device DriversĄNetwork Device SupportĄPPP supportĄPPP Deflate compression 

Device DriversĄNetwork Device SupportĄPPP supportĄPPP BSD-Compression 

Device DriversĄUSB supportĄUSB Modem (CDC ACM) support 

Device DriversĄUSB supportĄUSB serial converter support 

Device DriversĄUSB supportĄUSB serial converter supportĄUSB Generic serial driver 

Device DriversĄUSB supportĄUSB serial converter supportĄUSB driver for GSM and 

CDMA modems 

Now save and exit the Kernel configuration, compile the kernel and load the Kernel-Image 

and modules to Imote2 (see Chapter 1 for compilation and installation instructions), add the 

ƴŀƳŜ ƻŦ ƴŜǿ ƳƻŘǳƭŜǎ ǘƻ άκŜǘŎκƳƻŘǳƭŜǎέ ŦƛƭŜ ƻŦ your Imote2 so that these modules can be 

loaded at start-up. bƻǿ ǊŜōƻƻǘ ȅƻǳǊ LƳƻǘŜн ŀƴŘ ǘȅǇŜ άƭǎƳƻŘέ ƻƴ ǘƘŜ LƳƻǘŜн ŎƻƳƳŀƴŘ 

prompt to make sure that modules are loaded properly. 

Now when kernel is properly configured, installed and modules are loaded, it is the time to 

check if things are working or not. Insert your Surf-stick into USB-Host port of your Imote2 

ŀƴŘ ǘȅǇŜ άƭǎ κŘŜǾκǘǘȅ¦{.ϝέ ŎƻƳƳŀƴŘ ƻƴ ȅƻǳǊ LƳƻǘŜн ŎƻƳƳŀƴŘ ǇǊƻƳǇǘΦ ¸ƻǳ ǎƘƻǳƭŘ ǎŜŜ ŀǘ 

least two USB-serial devices or may be three if Surf-stick is permanently switched to USB-

modem mode. If no USB-serial ŘŜǾƛŎŜ ƛǎ ŦƻǳƴŘ ƛƴ άκdevκέ ŘƛǊŜŎǘƻǊȅ ǘƘŜƴ ŎƘŜŎƪ 

άκǎȅǎκōǳǎκǳǎōκŘŜǾƛŎŜǎκέ ŘƛǊŜŎǘƻǊȅΦ LŦ ȅƻǳ ƘŀǾŜ ŀ ¦{. Ƙǳō ƛƴ ōŜǘǿŜŜƴ LƳƻǘŜн ŀƴŘ ȅƻǳǊ Surf-

stick you should not experience such a problem. If you connect the Surf-stick directly to 

Imote2 then there may be an issue of power management. This can be solved by overwriting 

ŀ ŎƻƴŦƛƎǳǊŀǘƛƻƴ ŦƛƭŜ ƛƴ άκǎȅǎκōǳǎκǳǎōκŘŜǾƛŎŜǎκм-мκέ ŘƛǊŜŎǘƻǊȅΦ 

# echo ςn 1 > /sys/bus/usb/devices/1-1/bConfigurationValue 

Above command is a hack to the problem and should fix the problem. 

3.4.3 User Space Application 

After verifying that our Surf-stick is properly interfaced with Imote2 now we are ready to 

move further. To connect to internet last thing we need is a user space program which 

manages connection of our Surf-stick such a program is called point to point protocol ppp. 

PPP can be used alone or in conjunction with a dialler program for example Wvdial. Both the 

approaches have been tested on a Debian GNU Linux system and found working, so we 

assume it will also work on Imote2. 

3.4.3.1 Cross-Compile ppp for Imote2 

To use the program άǇǇǇέ on Imote2 we have to download the source code of the program 

and then we have to cross-compile it, before we load it to Imote2. Follow the steps given 

below to cross compile ppp for Imote2.  
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1. 5ƻǿƴƭƻŀŘ ǘƘŜ άǇǇǇέ ǎƻǳǊŎŜ ŎƻŘŜ ŦǊƻƳ άhttp://samba.org/ppp/download.htmlέ ƻǊ 

from any other website, just make sure you get the latest one, we used version 2.4.5. 

2. Unpack the archive go to the source directory. 

#tar xvzf ppp-2.4.5.tar.gz 

#cd ppp-2.4.5 

3. First of all read the README file for a better understanding. 

4. Run configure script to generate a Makefile appropriate for ARM-Linux. 

#./configure --target=arm-linux --enable-arm --prefix= <path to your compiled kernel source> 

5. Cross compile the code, (make sure your cross compiler is installed and its path is 

ƛƴŎƭǳŘŜŘ ǘƻ ǎȅǎǘŜƳ t!¢I ǾŀǊƛŀōƭŜΦ ¸ƻǳ Ŏŀƴ ŎƘŜŎƪ ǘƘƛǎ ōȅ ŜƴǘŜǊƛƴƎ άŀǊƳ-linux-gcc -Ǿέ 

on your Linux system command prompt, it will show you the version of your 

compiler).  

#make CC=arm-linux-gcc 

6. Lƴǎǘŀƭƭ άǇǇǇέ ǘƻ ŀ ǘŜƳǇƻǊŀǊȅ ŦƻƭŘŜǊ (You should have root privilege to do this), this 

ǘŜƳǇƻǊŀǊȅ ŘƛǊŜŎǘƻǊȅ Ƴǳǎǘ ōŜ ŎǊŜŀǘŜŘ ƛƴ ǎȅǎǘŜƳ ŘƛǊŜŎǘƻǊȅ άκǳǎǊκƭƻŎŀƭκέ. 

a) Create a temporary folder. 

#mkdir /usr/local/ppp_imote2_install_dir 

b) Install the files to created folder. 

#make INSTROOT=/usr/local/ppp_imote2_install_dir 

DESTDIR=/usr/local/ppp_imote2_install_dir/usr/local install 

  ¸Ŝǎ ǘǿƻ ǘƛƳŜǎ άκǳǎǊκƭƻŎŀƭέ ƛƴ ŀōƻǾŜ ŎƻƳƳŀƴŘ ƛǘΩǎ not a mistake. 

c) Create the configuration folders. 

#cd /usr/local/ppp_imote2_install_dir/ 

#mkdir -p etc/ppp/peers 

#mkdir -p var/lock  

d) Create the configuration files (rather than using method below you can also 

use a text editor). 

I. Create chap secrets file. 

#cat > chap-secrets 

#Crtl+d  (press key combination control + d)  

II. Create pap secrets file. 

#cat > pap-secrets 

#Crtl+d  (press key combination control + d)  
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III. Create options file. 

#cat > options 

lock 

#Crtl+d  (press key combination control + d)  

IV. Create chat script file. In lines below replace the word <internet> with 

proper internet address of your ISP (just replace <internet> let the 

inverted commas stay there); you can get this information by calling 

your connection provider.  

#cat > chat 

SAY "START\n" 

ABORT BUSY 

SAY "ABORT\n" 

ECHO OFF 

'' ATZ 

'' AT+CGDCONT=1,"ip","<internet>"' 

#SAY "DIAL" 

OK ATD*99# 

SAY 'CONNECT' 

#Crtl+d  (press key combination control + d) 

V. Create a file for your ISP-details you can name it as you like, better 

name it after the name of your ISP to easily distinguish. In lines below 

replace <type your username> and <type your password here> with 

your username and password; you can get this information by calling 

your connection provider. 

#cd peers 

#cat > my_Isp 

/dev/ttyUSB0 

460800 

idle   7200 

lock 

crtscts 

modem 

noauth 

defaultroute 

user              <type your username> 

password           <type your password here> 

connect "/usr/local/sbin/chat -V -f /etc/ppp/chat" 

noipdefault 

usepeerdns 

novj 

#Crtl+d  (press key combination control + d) 
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VI. Create ppp-off script. 

#cat > ppp-off 

kill `cat /var/run/ppp0.pid` 

#Crtl+d  (press key combination control + d) 

#chmod 777 ppp-off 

In above commands (i-e step 6 sub-step d and all further sub-steps I-VI) text after 

άŎŀǘ Ҕέ command is the file name, all following lines will be written to file and key 

ŎƻƳōƛƴŀǘƛƻƴ ά/ǘǊƭҌŘέ ŜƴŘǎ ǘƘŜ ŦƛƭŜ ŜŘƛǘƛƴƎ ŀƴd returns the control back to Linux. 

7. Create an archive of the installed files and copy to root folder. 

#cd /usr/local/ppp_imote2_install_dir/ 

#tar cvf ppp_imote2_installed.tar etc/ var/ usr/ 

#cp ppp_imote2_installed.tar /root/ 

8. Delete the temporary installation folder. 

#cd 

#rm -r /usr/local/ppp_imote2_install_dir 

¢ƛƭƭ ǘƘƛǎ Ǉƻƛƴǘ ǿŜ ƘŀǾŜ ŘƻǿƴƭƻŀŘŜŘ ŀƴŘ ŎǊƻǎǎ ŎƻƳǇƛƭŜŘ άǇǇǇέ ŀǎ ǿŜƭƭ ŀǎ ƛƴǎǘŀƭƭŜŘ ƛǘ ƛƴ ŀ 

temporary folder on host system, created an archive of the installed files and copied the 

ŀǊŎƘƛǾŜ ǘƻ άκǊƻƻǘκέ directory. Remember that steps mentioned so far in the section 3.4.3.1 

are all carried on the host system not on Imote2.  

3.4.3.2 Installing ppp on Imote2  

Installation process is very simple you just need to copy the files in right place, follow the 

steps given below. 

1. Connect your Imote2 to your host system and turn it on. 

2. Copy the archive, created in section 3.4.3.1, from host system to your Imote2. Type 

these commands on your host system. 

#cd 

#scp ppp_imote2_installed.tar root@<ip address of your Imote2>:ppp_imote2_installed.tar 

3. Now log on to your Imote2 console and type following commands on your Imote2 

command prompt. 

#cd/ 

#tar xvf /root/ppp_imote2_installed.tar 

Congratulations you have successfully installed the ppp on your Imote2. 
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3.4.3.3 Running and Debugging ppp on Imote2  

After compiling and installing the kernel, modules and ppp program, we are ready to 

connect to internet for first time. 

To connect to internet use this command. 

#pppd call <isp_filename> 

In above command replace <isp_filename> with same name that you have given to the 

ŎƻƴŦƛƎǳǊŀǘƛƻƴ ŦƛƭŜ ƛƴ άκŜǘŎκǇǇǇκǇŜŜǊǎέ ŘƛǊŜŎǘƻǊȅΣ ƎŜƴŜǊŀƭƭȅ ƛǘ ƛǎ ȅƻǳǊ L{t ƴŀƳŜΦ 

To stop the internet connection use command. 

#/etc/ppp/ppp-off 

To check if you are connected to your ISP or not check your network interfaces. 

#ifconfig 

After issuing above command you should see ŀ ƴŜǘǿƻǊƪ ƛƴǘŜǊŦŀŎŜ ƴŀƳŜŘ άǇǇǇлέ ŀƳƻƴƎ 

your other network interfaces. LŦ ȅƻǳ ŘƻƴΩǘ ǎŜŜ ƛǘ ǘƘŜƴ ŎƘŜŎƪ ƛƴǎƛŘŜ άκǎȅǎκŎƭŀǎǎκƴŜǘκέ 

directory. Usually it takes a bit of time to get connected to internet. In case you have 

problems connecting to ISP you can use debug option to rectify the problem . 

#cd 

#pppd call <isp_filename> debug logfile <logFileName>  

You can give any file name for <logFileName>, the file will be automatically created and 

place in your current directory. Once you are connected to ISP now we configure our DNS 

ǎŜǊǾŜǊΦ !ŦǘŜǊ ǎǳŎŎŜǎǎŦǳƭ ŎƻƴƴŜŎǘƛƻƴ ǘƻ L{t ȅƻǳ ǿƛƭƭ ǎŜŜ ŀ ŦƛƭŜ ǿƛǘƘ ƴŀƳŜ άǊŜǎƻƭǾΦŎƻƴŦά ƛƴ 

άκŜǘŎκǇǇǇέ ŘƛǊŜŎǘƻǊȅ ƻŦ ȅƻǳǊ LƳƻǘŜнΦ ¸ƻǳ ƘŀǾŜ ǘƻ ŎƻǇȅ ǘƘƛǎ ŦƛƭŜ ǘƻ ǘƘŜ άκŜǘŎκέ ŘƛǊŜŎǘƻǊȅ and 

edit this file. 

#cd /etc/ppp 

#cp resolv.conf /etc/resolv.conf 

#cd /etc/ 

bƻǿ ŜŘƛǘ ǘƘŜ ŦƛƭŜ άκŜǘŎκǊŜǎƻƭǾΦŎƻƴŦέ ŀƴŘ ŀŘŘ ŦƻƭƭƻǿƛƴƎ ƭƛƴŜǎ ƻƴ ǘƻǇ ƻŦ ƛǘ ƭŜŀǾƛƴƎ ǊŜǎǘ ƻŦ ǘƘŜ 

text untouched, you have to do this step just once when you connect to internet; you have 

to do this step again if you connect to a different ISP. 

domain localdomain 

search localdomain 

One last thing you have to do before you start using the internet is you should add ppp0 to 

your default route. 

#route add default gw <ip address of your ppp0 network interface> ppp0 
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¸ƻǳ Ŏŀƴ ƎŜǘ ǘƘŜ Lt ŀŘŘǊŜǎǎ ƻŦ ȅƻǳǊ ǇǇǇл ƴŜǘǿƻǊƪ ƛƴǘŜǊŦŀŎŜ ŦǊƻƳ άƛŦŎƻƴŦƛƎέ ŎƻƳƳŀƴŘ, you 

have to do this step each time you connect to internet because every time you connect to 

internet your IP address changes. To check if everything is working fine use ping command. 

#ping www.yahoo.com -c 3  

LŦ ǘƘƛƴƎǎ ŘƻƴΩǘ ǿƻǊƪ ŀǘ ŦƛǊǎǘ ǘƛƳŜ ǘǊȅ ƛǘ ƳǳƭǘƛǇƭŜ ǘƛƳŜǎ ōȅ ǊŜǎǘŀǊǘƛƴƎ ȅƻǳǊ LƳƻǘŜнΦ ¢ƘŜ ƳŜǘƘƻŘ 

has been successfully tested on two Imote2 systems. Sometime even everything is in place 

but still the ƛƴǘŜǊƴŜǘ ŘƻŜǎƴΩǘ work, but after trying for two three times it works. 

3.4.4 Known Problems 

Following problems are known and can be solved. 

1. Surf-ǎǘƛŎƪ ƛǎ ƴƻǘ ŘŜǘŜŎǘŜŘ ŀǎ ǘǘȅ¦{. ŘŜǾƛŎŜ ƛƴ άκŘŜǾκέ ŘƛǊŜŎǘƻǊȅ ƻŦ LƳƻǘŜнΦ 

It can be due to uninstalled drivers, make sure that all the drivers have been 

compiled and loaded to imote2 as well installed on start-ǳǇΣ ǎŜŜ ŦƛƭŜ άκŜǘŎκƳƻŘǳƭŜǎέ 

ƻƴ ȅƻǳǊ LƳƻǘŜн ŀƴŘ Ǌǳƴ άƭǎƳƻŘέ ŎƻƳƳŀƴŘ ǘƻ ŦƛƴŘ ƻǳǘ ǿƘƛŎƘ ƳƻŘǳƭŜǎ ŀǊŜ ƛƴǎǘŀƭƭŜŘΦ 

This problem can also occur if you connected the Surf-stick directly to Imote2 then 

there may be an issue of power management. This can be solved by overwriting a 

ŎƻƴŦƛƎǳǊŀǘƛƻƴ ŦƛƭŜ ƛƴ άκǎȅǎκōǳǎκǳǎōκŘŜǾƛŎŜǎκм-мκέ ŘƛǊŜŎǘƻǊȅΦ 

# echo ςn 1 > /sys/bus/usb/devices/1-1/bConfigurationValue 

Above command is a hack to the problem and should fix the problem. 

2. Sim-card Pin code issue. 

In order to avoid complexity in ppp scripts we recommend that you disable the pin 

code request of you Sim-card. You can do this by pulling out your Sim-card from your 

surf-stick and putting it into a mobile phone, in mobile phone you can disable the pin 

code request and use it again in your surf-stick. 

3. You see ppp0 in your network interfaces but your internet is not working. 

This happens when either you forget to add the default route to ppp0 or you forget 

ǘƻ ŎƻƴŦƛƎǳǊŜ ȅƻǳǊ άκŜǘŎκǊŜǎƻƭǾΦŎƻƴŦέ ŦƛƭŜΦ ¢Ƙƛǎ ǇǊƻōƭŜƳ Ŏŀƴ ƻŎŎǳǊ ŜǾŜƴ ŜǾŜǊȅǘƘƛƴƎ ƛǎ 

fine in this case just reboot the system and try again. 

4. ¸ƻǳ ǎŜŜ ǘƘŜ ǘǘȅ¦{. ŘŜǾƛŎŜǎ ƛƴ άκŘŜǾκέ ōǳǘ ŀŦǘŜǊ ǊǳƴƴƛƴƎ άǇǇǇŘ Ŏŀƭƭ ғL{tψŦƛƭŜƴŀƳŜҔέ 

ŎƻƳƳŀƴŘ ȅƻǳ ŘƻƴΩǘ ǎŜŜ ǇǇǇл ŀƳƻƴƎ ȅƻǳǊ ƴŜǘǿƻǊƪ ƛƴǘŜǊŦŀŎŜǎΦ 

This can be due to a connection problem, bad signal or a delayed authentication. 

First of all ǿŀƛǘ ŀ ǿƘƛƭŜ ŀƴŘ ŎƘŜŎƪ ŀƎŀƛƴΣ ƛŦ ǎǘƛƭƭ ȅƻǳ ŘƻƴΩǘ ƎŜǘ ƛǘ ǘƘŜƴ Ǌǳƴ ǇǇǇŘ 

command with debug options. 

#pppd call <ISP_filename> debug logfile <logFileName> 

In the log file you will find if there are any connection issues. Try again after resetting 

the system.     
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